
Proceedings 
Index

1956-2021

Abstracts are available for download for years 

2010-2021 by Clicking the link on the paper title.

Electronic copies of  papers or full proceedings may be 

purchased ctaa.ca/bookstore 

CTAA Members May Download Papers From Within the 

Members area, workspace, at no charge.

http://www.ctaa.ca/bookstore


 
 

 

CTAA Index of Papers 
 

This index document is composed of three separate documents to allow finding papers by 
various approaches. (Also use ctrl-f to search this or any pdf document). 

 

1. Index by year (basically a table of contents of each year’s papers). 
 

2. Index by Author  
 

3. Index by category (papers are grouped by broad categories to help locate papers of 
interest). 

 

Full papers are available online free of charge to members via the members area workspace.  
Members should NOT use the bookstore for papers as there is a charge to download this way 
(even for members). 

Full abstracts back to 2010 are linked within this index and will redirect to abstract documents 
on the public web site. 



CTAA Paper Index By Year

2021
A Country-wide Survey to Understand Pavement Management Practices in Canada [66] 1-22 (2021)

Shajib  Guha, Kamal  Hossain

Link

 The Use of Infrared Joint Heaters to Improve HMA Longitudinal Joint Density [66] 23-36 (2021)

Vince  Aurilio, Bob  Kieswetter

Link

Rheological and Self-Healing Properties of Asphalt Binders Modified using Nanoclay [66] 37-50 (2021)

Liniker  Monteiro, Mohammad  Shafiee, Leila  Hashemian, Omran  Maadani

Link

Comparison of the Mechanical Properties of Asphalt Emulsion Stabilized Base Courses Modified Using 
Cement or Asphaltenes [66] 51-70 (2021)

Muhammad Misbah Uddin, Farshad  Kamran, Benjamin  Corenblum, Leila  Hashemian

Link

Evaluating Low-Temperature Cracking Resistance of Recycled Asphalt Mixtures Using a Modified IDEAL 
Procedure [66] 71-90 (2021)

Yuan  Zhang, Hussain U. Bahia

Link

A State-of-the-Art Review: Approaches for Assessing the Compatibility of Asphalt Materials and Additives 
[66] 91-120 (2021)

Runhua  Zhang, Eshan V. Dave, Jo E. Sias, Hassan  Tabatabaee, Tony  Sylvester

Link

Uses and Applications of High Modulus Asphalt Concretes for Cold Climate [66] 121-142 (2021)

Marc  Proteau, Amélie  Griggio, Sébastien  Lamothe, Alan  Carter, Daniel  Perraton

Link

Development of High Stability and Fuel Resistant Airfield Asphalt Mixture [66] 143-158 (2021)

Sina  Varamini, Mohammed  Ahmed, Kevin  Chee, Zlatko  Brcic, Michael  Esenwa

Link

Use of OGFC to Address Drainage Issues for George Massey Tunnel [66] 159-174 (2021)

Vipin  Sharma, Christian  Babuin, Art G. Johnston, Salem  Bahamdun

Link

Field and Laboratory Methods of Evaluating Rutting and Shoving [66] 175-194 (2021)

Mehran Kafi  Farashah, Saeid  Salehi-Ashani, Sina  Varamini, Taher Baghaee  Moghaddam, Susan L. Tighe

Link

Using Bio-Modifiers for Recycling RAP and Improving the Performance of RAP-Incorporated Mixtures 
Designed for Different Pavement Demonstration Projects [66] 195-214 (2021)

Ali  Arabzadeh, Maxwell D. Staver, Joseph H. Podolsky, R. Christopher  Williams, Eric W. Cochran

Link

Development and Field Experience with Performance-Based Asphalt Mixture Used in Thin Asphalt 
Pavements [66] 215-226 (2021)

Sina  Varamini, Michael  Esenwa, Matt  Kennedy

Link

Comprehensive Evaluation of Illinois Flexibility Index and Disc-Shaped Compact Tension Tests as Asphalt 
Mixture Durability Indices and Performance Acceptance Criteria: Ontario Experience [66] 227-252 (2021)

Saeid  Salehi-Ashani, Susan L. Tighe

Link

Effect of Biochar as a Filler in Asphalt Mixtures [66] 253-266 (2021)

Ola Oluwasewa  Owolabi, Xiomara  Sanchez

Link

Page 1 of 118

https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-001-Guha.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-002-Aurilio.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-003-Monteiro.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-004-Uddin.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-005-Zhang.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-006-Zhang.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-007-Proteau.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-008-Varamini.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-009-Sharma.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-010-Farashah.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-011-Arabzadeh.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-012-Varamini.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-013-Ashani.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-014-Owolabi.pdf


CTAA Paper Index By Year
Impact of Mixer Type and Mixing Time for Hot Mix Asphalt with High Reclaimed Asphalt Pavement Content 
on Mix Performance [66] 267-290 (2021)

Marc-André  Bérubé, Kevin  Bilodeau, Alan  Carter

Link

High-Float Emulsion Residue: Suitable Methods and Metrics for Testing Viscoplastic Materials [66] 291-308 
(2021)

Justin P. Suda, Sina  Varamini, Elijah  Bickle, Anton S. Kucharek

Link

High-Strain Asphalt Interlayer for Reflective Cracking: A 20+ Year Review [66] 309-326 (2021)

Phillip B. Blankenship, Zachary  McKay, Jason P. Bausano

Link

Asphalt Mix Design and Acceptance Specifications: Ensuring Adequate Asphalt Binder Content [66] 327-354 
(2021)

Gerald A. Huber, Matthew  Beeson, William J.  Pine, Christopher  Campbell

Link

Surface Renewal of an Urban Motorway in the Montreal area using an Ultra-thin Asphalt Concrete 
Pavement [66] 355-378 (2021)

Jean-Martin  Croteau, Patrice  Richard, Denis  Veillette, Kevin  Bolduc

Link

Selection of Appropriate Binder Grade for Changing Climate and Its Influence on Pavement Performance 
[66] 379-392 (2021)

Surya  Swarna, Kamal  Hossain, Alyssa  Bernier

Link

Page 2 of 118

https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-015-Berube.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-016-Suda.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-017-Blankenship.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-018-Huber.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-019-Croteau.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-020-Swarna.pdf


CTAA Paper Index By Year

2020
Thermoreversible and Oxidative Aging Effects on Properties of Soft Alberta Oil Sands-Derived, Russian, and 
Venezuelan Asphalt Binders [65] 1-20 (2020)

Haibo  Ding, Simon A. M. Hesp, Ahmad  Khan, Chanaka  Nawarathna , Lindsay M. Young

Link

Impact of Asphaltene Addition on Performance-Based Rheological and Failure Properties of Alberta Oil 
Sands-Derived Asphalt Binders [65] 21-38 (2020)

Ahmad  Khan, Cynthia  Lemaitre , Simon A. M. Hesp

Link

Using Rejuvenating Agents to Improve Hot Mix Asphalt Performance Incorporating Reclaimed Asphalt 
Pavement (RAP) [65] 39-60 (2020)

Rayhan  Bin Ahmed, Vince  Aurilio, Kamal  Hossain

Link

Studies on the Premature Cracking of Flexible Pavements in Two Regions of Québec [65] 61-82 (2020)

Martin  Lavoie, Jeffrey  Young, Christine  Duchesne

Link

Performance Evaluation of Soybean Oil Derived Additives used in Penetrating Bio-cutback Application for 
Brittle HMA [65] 83-96 (2020)

Maxwell D. Staver, Joseph H. Podolsky, R. Christopher  Williams, Theodore J. Huisman

Link

Effect of Bio-Based Binder on the Rheological Properties of Asphalt Mix [65] 97-106 (2020)

Xiomara  Sanchez, Heena  Dhasmana

Link

Investigation of Asphalt Properties for Good Performing Pavements in Ontario [65] 107-126 (2020)

Saeid  Salehi-Ashani, Sayna Yaghooby  Namin, Imran  Bashir, Seyed  Tabib, Gelu  Vasiliu

Link

High-Performance Pavements: A Focus on Self-healing Asphalt Technologies [65] 127-156 (2020)

Roberto M. Aurilio, Mike  Aurilio, Hassan  Baaj

Link

Impact of Silo Storage on Cracking and Rutting of Mixes with High Reclaimed Asphalt Pavement and 
Reclaimed Asphalt Shingles Content [65] 157-168 (2020)

Mohamed  Elkashef, John  Harvey, Liya  Jiao, David  Jones

Link

Greenhouse Gas Emissions for Asphalt Treatment Decision Making [65] 169-184 (2020)

Wayne  Mah, Kimberley  Edmunds, Marta  Juhasz

Link

Effects of Alternate Aging Methods on Neat and Blended Asphalt Binders [65] 185-198 (2020)

John A. Noël, Pavel  Kriz, M. Rezwan  Quddus

Link

Performance of Alternative Crosslinking Systems in Polymer Modified Asphalt Blends and Paving Mixes [65] 
199-222 (2020)

Martin  Jasso, Brett  Lambden, Darren  Anweiler

Link

Comparing the Ability of Different Tests and Rheological Indices to Evaluate the Cracking Resistance of 
Polymer Modified Asphalt Binders [65] 223-252 (2020)

Mike  Aurilio, Pejoohan  Tavassoti, Michael D. Elwardany , Hassan  Baaj

Link

Page 3 of 118

https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-001-Ding.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-002-Khan.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-003-Ahmed.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-004-Lavoie.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-005-Staver.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-006-Sanchez.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-007-Ashani.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-008-Aurilio.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-009-Elkashef.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-010-Mah.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-011-Noel.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-012-Jasso.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-013-Aurilio.pdf


CTAA Paper Index By Year
Alberta Case Study – Highway 9 Premature Pavement Failures Caused by Moisture Induced Damage of the 
Asphalt Pavement [65] 253-270 (2020)

Vipin  Sharma, Art G. Johnston, Cong  Luo , Wayne  Mah

Link

Multiple Stress Creep Recovery (MSCR) Impact on Performance – Laboratory Results [65] 271-284 (2020)

Éric  Lachance-Tremblay, Daniel  Bissonnette, Anh  Viet-Vu

Link

Balanced Mix Design and Construction of Red Coloured Asphalt Bus Rapidways with Enhanced Cracking and 
Rutting Resistance [65] 285-314 (2020)

G. D. Manolis, Yashar Azimi  Alamdary, Taylor  Lefebre, Porfirio Gutierrez  Vela , Selena  Lavorato

Link

MTO’s Experience with Post-Production Asphalt Mixture Performance Testing [65] 315-344 (2020)

Imran  Bashir, Saeid  Salehi-Ashani, Danial  Ahmed, Seyed  Tabib, Gelu  Vasiliu

Link

Evaluation of Several Asphalt Binder Parameters Related to Fatigue and Non-Load Related Pavement 
Failure [65] 345-364 (2020)

Anton S. Kucharek, Sina  Varamini, Pavel  Kriz, Christopher M. Campell

Link

The Evaluation of Low Temperature Cracking Resistance of Asphalt Mixes in Ontario by Conducting Disk-
Shaped Compact Tension (DC(T)) and Semi-Circular Bend (SCB) Tests [65] 365-378 (2020)

Saeid  Salehi-Ashani, Susan L. Tighe

Link

A Simple Binder Specification Tweak to Promote Best Performers [65] 379-402 (2020)

Pavel  Kriz, Christopher M. Campell, Anton S. Kucharek, Sina  Varamini

Link

Evaluation of Low and High Temperature Performance of Asphaltenes Modified Stabilized Base Course [65] 
403-418 (2020)

Farshad  Kamran, Manjunath  Basavarajappa, Nura  Bala , Leila  Hashemian

Link

Investigation of Asphaltenes-Modified Binders for Application in High Modulus Asphalt Concrete Mixtures 
[65] 419-438 (2020)

Amirhossein  Ghasemirad, Nura  Bala , Leila  Hashemian

Link

Investigation of the Adhesion Properties of Bituminous Emulsion on Flexible Pavements [65] 439-448 
(2020)

Nidaa  Al-Allak, Apparao  Gandi, Cesare  Sangiorgi, Alan  Carter

Link

Comparison of Fatigue Law Parameters between Extension-Contraction (EC) and Four-Point Bending (4PB) 
Tests [65] 449-466 (2020)

Sébastien  Lamothe, Mohamed Mounir Boussabnia, Daniel  Perraton, Hervé  Di Benedetto, Bertrand  
Pouteau

Link

Quantifying the Impacts of Utility Cuts on Pavement Condition of Various Roads in the City of Saskatoon 
[65] 467-491 (2020)

Bryan  Palsat, Art G. Johnston, Qingfan  Liu, Braden  Jago , Chris  Duriez

Link

Page 4 of 118

https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-014-Sharma.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-015-Tremblay.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-016-Manolis.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-017-Bashir.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-018-Kucharek.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-019-Ashani.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-020-Kriz.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-021-Kamran.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-022-Ghasemirad.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-023-Al-Allak.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-024-Lamothe.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-025-Palsat.pdf


CTAA Paper Index By Year

2019
Flexible Warm Mix Asphalt for Rural Roads in Canada – Laboratory Results and Case Studies [64] 1-22 
(2019)

Saeed  Badeli, Ehsan  Solatiyan, Alan  Carter

Link

Laboratory Investigation of the Characteristics of Rejuvenated Asphalt Binder [64] 23-38 (2019)

Heena  Dhasmana, Kamal  Hossain, Ahmet  Karakas, Surya  Swarna

Link

Calgary Stampede Flood Remediation – Five Years Later [64] 39-68 (2019)

Lindsay  Johnston, Jadon M. Pickett, Bozena  Czarnecki, Vipin  Sharma

Link

Influence of Aggregate Mineralogy and Testing Conditions on Moisture Damage Resistance Evaluation of 
Pavement Materials  [64] 69-88 (2019)

Justine Cantot Vinet, Frédéric  Delfosse, Emmanuel  Chailleaux, Everett  Crews, Vincent  Gauderoy

Link

Forensic Pavement Evaluation of Highway 97 [64] 89-104 (2019)

Vipin  Sharma, Christian  Babuin, Alan  Schmidt

Link

Longitudinal Top-Down Cracking – Asphalt Overlays Case Study [64] 105-124 (2019)

Olivier  Sylvestre, Martin  Lavoie

Link

Effects of Extreme Weather Conditions on Recycled Asphalt Mixtures  [64] 125-140 (2019)

Shahab  Moeini, Xiomara  Sanchez, Bruce  Wilson

Link

Application of Nanosized Materials in Asphalt Pavements [64] 141-156 (2019)

Thomas W. Johnson, Leila  Hashemian, Sidharth  Patra, Azar  Shabani

Link

Using Fine Aggregate Matrix Mix Testing to Characterize Fatigue Performance of Asphalt Mixtures 
containing Reclaimed Asphalt Pavement  [64] 157-168 (2019)

Mohamed  Elkashef, Liya  Jiao, David  Jones, John  Harvey

Link

Experimental Evaluation of Biodegradable Asphalt Release Agents in Canada [64] 169-184 (2019)

Pezhouhan Tavassoti Kheiry, Peter  Mikhailenko, Lise  Eamer, Hassan  Baaj

Link

High Performance Flexible Pavement for Industrial Sites [64] 185-212 (2019)

Marc  Proteau, Amélie  Griggio, Kamal  Berrada

Link

Methodology to Determine a Field Calibration Coefficient (kc) of a High Modulus Asphalt Concrete (HMAC) 
for Cold Regions [64] 213-232 (2019)

Samuel Proteau Gervais, Daniel  Perraton, Sébastien  Lamothe, Julliette  Blanc, Alan  Carter

Link

Testing Tack Coats for Curing, Tracking and Bond Strength [64] 233-254 (2019)

Abu Ahmed  Suffian, Mohammad Ziaur Rahaman, Daniel R. Swiertz, Hussain U. Bahia

Link

Comparison of Fatigue Law Parameters obtained from Two-Point Bending and Tension-Compression Tests 
[64] 255-274 (2019)

Mohamed Mounir Boussabnia, Sébastien  Lamothe, Hervé  Di Benedetto, Marc  Proteau, Bertrand  
Pouteau

Link

Page 5 of 118

https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-001-Badeli.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-002-Dhasmana.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-003-Johnston.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-004-Vinet.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-005-Sharma.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-006-Sylvestre.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-007-Moeini.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-008-Johnson.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-009-Elkashef.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-010-Kheiry.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-011-Proteau.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-012-Gervais.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-013-Sufian.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-014-Boussabnia.pdf


CTAA Paper Index By Year
Design and Field Performance of Cold-Constructed Asphalt Pavements (CCAP) with Gelled Asphalts [64] 
275-298 (2019)

Jason C. Wielinski, Sina  Varamini, Michael  Esenwa, Herb L. Wissel, Anton S. Kucharek

Link

Development of a Performance-Based Asphalt Mixture Overlay for Usage In A Low-Budget Pavement 
Management System [64] 299-312 (2019)

Sina  Varamini, Michael  Esenwa, Roxana  Balba, Alain  Cormier, Anton S. Kucharek

Link

Development and Field Experience of Performance-Based Low Permeability Asphalt Mixture Used to 
Overlay Bridge Decks [64] 313-324 (2019)

Sina  Varamini, Michael  Esenwa, Anton S. Kucharek, Matt  Kennedy

Link

Survival Curves – Trends in Pavement Deterioration for British Columbia Asphalt Highway Pavements [64] 
325-340 (2019)

John  Laxdal, Babak  Arjmandi, Monoj  Jogi

Link

Superpave5: Effect of In-Place Air Voids on Asphalt Mixture Performance [64] 341-368 (2019)

Jason C. Wielinski, Christopher  Campbell, Matthew  Beeson, Gerald A. Huber

Link

Comparison of Physical and Oxidative Aging Tendencies for Canadian and Northern European Asphalt 
Binders [64] 369-386 (2019)

Kristjan  Lill, Karli  Konston, Ahmad  Khan, Pan  Pan, Simon A. M. Hesp

Link

Evaluation of Oxidative Aging with SAR-AD™ in Asphalt Recovered from Plant Produced Asphalt Mix [64] 
387-400 (2019)

Amma  Wakefield, Susan L. Tighe

Link

The Role of Binders in Cracking Resistance of Mixtures Measured with the IFIT Procedure [64] 401-422 
(2019)

Hui  Chen, Yuan  Zhang, Hussain U. Bahia

Link

Retour d’expérience sur les traitements de surface (enduits superficiels) québécois à base d’une émulsion 
anionique de type HFMS-2 [64] 423-438 (2019)

Stéphane  Trudeau, Frédéric  LeBlanc, Jean-Martin  Croteau

Link

Research on a Detection Method for Aggregate Distribution & Uniformity [64] 439-452 (2019)

Wei  Yu, Susan L. Tighe, Naixing  Liang

Link

Implementing Advanced Asphalt Technology at Winnipeg Airport for Major Rehabilitation of Runway 13-31 
[64] 453-471 (2019)

Ludomir  Uzarowski, Rabiah  Rizvi, Andrew  Curwin, Carmine  Bello

Link

Page 6 of 118

https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-015-Wielinski.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-016-Varamini.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-017-Varamini.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-018-Laxdal.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-019-Wielinski.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-020-Lill.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-021-Wakefield.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-022-Chen.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-023-Trudeau.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-024-Yu.pdf
https://www.ctaa.ca/download/abstracts-2019/Abstract-2019-025-Uzarowski.pdf


CTAA Paper Index By Year

2018
City of Regina Experience with Rejuvenating and Restorative Seals [63] 1-22 (2018)

Les  Malawski

Link

How to Reduce the Negative Impact of Road Salt on Pavement Durability [63] 23-42 (2018)

Les  Malawski

Link

Acceptance Testing of Extracted and Recovered Asphalt Cements for Provincial and Municipal Paving 
Contracts in Ontario [63] 43-60 (2018)

Haibo  Ding, Yam Nath  Gotame, Yihua  Nie, Simon A. M. Hesp, Pamela  Marks

Link

Asphalt Properties Compared with Performance in Ontario [63] 61-78 (2018)

Elena  Nicol, Pamela  Marks, Haibo  Ding, Simon A. M. Hesp

Link

The Effect of High Stress on Asphalt Binders and Hot Mix Asphalt [63] 79-98 (2018)

Gabriel  Skronka, Martin  Jasso, Ota  Vacin

Link

Development of High-Modulus Asphalt Mix Designs for Ontario’s Highways [63] 99-120 (2018)

Taher Baghaee  Moghaddam, Hassan  Baaj, Imran  Bashir

Link

Alberta Transportation’s Experience with Full Depth Reclamation [63] 121-146 (2018)

Dominique  Grell, Kimberley  Edmunds, Wayne  Mah

Link

Improved Surface Texture Using Single-Roller Compaction [63] 147-170 (2018)

Luciana Girarrdi  Omar, Anandkumar  Chelliah, Abd El Halim Omar  Abd El Halim, Yasser  Hassan

Link

Field and Laboratory Studies for the Determination of Highway Permeability [63] 171-188 (2018)

Chinecherem  Igboke, Tarek  El Harake, Abd El Halim Omar  Abd El Halim, Yasser  Hassan, R.  Goubran

Link

Network Formation and Properties of Asphalt Modified with Styrene-Butadiene-Styrene and Crosslinked by 
two Different Crosslinking Agents [63] 189-216 (2018)

Martin  Jasso, Brett  Lambden, Ludo  Zanzotto

Link

Effect of Ultraviolet Aging on Rheological Properties of Asphalt Cement [63] 217-230 (2018)

Kamal  Hossain, Prabir  Das, Ahmet  Karakas

Link

The Merits of Balanced Mix Design [63] 231-250 (2018)

Vince  Aurilio, David  Newcomb

Link

Influence of Silo Storage Time on Mitigation of Permanent Deformation of the Hot Mix Asphalt Containing 
Reclaimed Asphalt Pavement [63] 251-264 (2018)

Hawraa  Kadhim, Hassan  Baaj, Payman  Pirzadeh, Pavel  Kriz

Link

Performance of Hot In-place Recycling the Kenora By-Pass [63] 265-284 (2018)

Susanne  Chan, Heather  Bell, Pamela  Marks, Stephen Q. S. Lee

Link

Page 7 of 118

https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-001-Malawski.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-002-Malawski.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-003-Ding.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-004-Nicol.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-005-Skronka.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-006-Moghaddam.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-007-Grell.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-008-Omar.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-009-Igboke.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-010-Jasso.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-011-Hossain.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-012-Aurilio.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-013-Kadhim.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-014-Chan.pdf


CTAA Paper Index By Year
Characterizing Bond Strength Behaviour of Tack Coat Materials in Saskatchewan Climate [63] 285-302 
(2018)

Ania M. Anthony, Chris  Dechkoff, Laura  Stasiuk, Haithem  Soliman, Nathan  Prosko

Link

Freeze-Thaw Damage in Asphalt: A Set of Simplified Simulations [63] 303-314 (2018)

Lisa  Lövqvist, Romain  Balieu, Nicole  Kringos

Link

High Modulus Asphalt (EME) Mixes for Cold Climate: HPAC Ongoing Cooperative Research Project [63] 315-
338 (2018)

Daniel  Perraton, Alan  Carter, Marc  Proteau, Sébastien  Lamothe, Bertrand  Pouteau

Link

Development and Field Evaluation of High Performance and Fuel Resistant Asphalt Mixture [63] 339-362 
(2018)

Sina  Varamini, Ron  Corun, Thomas  Bennert, Michael  Esenwa, Anton S. Kucharek

Link

Effect of Recycled Concrete Aggregate on the Permanent Deformation of Asphalt Mixtures [63] 363-384 
(2018)

Hanaa Khaleel Awan  Al-Bayati, Susan L. Tighe

Link

Comparing the Fatigue Performance of HMA Samples with PMA to their Multiple Stress Creep Recovery 
and Double Notched Tension Test Properties [63] 385-410 (2018)

Mike  Aurilio, Ali  Qabur, Peter  Mikhailenko, Hassan  Baaj

Link

Pavement Structure Performance Monitoring System for the Regina Bypass Project [63] 411-420 (2018)

Kamal  Berrada, Marc  Proteau

Link

Examining an Accelerated Wet Track Abrasion and Schulze-Breuer and Ruck Test for Microsurfacing Mix 
Design [63] 421-440 (2018)

Anne  Guider, Sina  Varamini, Anton S. Kucharek, Mark  Weise

Link

Rutting Performance of Asphalt Mixtures with Nanotube-fibres at Varied Addition Rates [63] 441-454 
(2018)

Haya  Almutairi, Peter  Mikhailenko, Hassan  Baaj

Link

Specification Development for the Incorporation of RAP and RAS in City of Saskatoon Mixes [63] 455-474 
(2018)

Bryan  Palsat, Art G. Johnston, Mitchell  Parker

Link

A Review of Solvent Extraction-Recovery Procedures and their Effect on Recovered Asphalt Binder 
Properties [63] 475-496 (2018)

Amma  Wakefield, R. Michael  Anderson, Zachary  McKay, Susan L. Tighe

Link
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CTAA Paper Index By Year

2017
Measuring Crack Propagation Resistance of Asphalt Mixtures Using Notched Samples in the TSRST [62] 1-22 
(2017)

Tirupan  Mandal, Hussain U. Bahia

Link

Base Asphalt Variability: An Opportunity for the Development of Innovative Characterization Approaches 
[62] 23-50 (2017)

Frédéric  Delfosse, J. P. Planche, Sabine  Largeaud, Ivan  Drouadaine, Fred  Turner

Link

Impacts of Flooding on Asphalt Pavements under Climate Change [62] 51-70 (2017)

Donghui  Lu, Susan L. Tighe, Wei-Chau  Xie

Link

Regina Bypass Project’s Innovative Asphalt Pavement Structures [62] 71-88 (2017)

Marc  Proteau, Bertrand  Pouteau, Kamal  Berrada, Sabine  LeBec, Dave  Heath

Link

Mixture Design and Field Experience: Coloured Hot Mix Asphalt on Bus Rapid Transit (BRT) Lanes in Ontario 
[62] 89-104 (2017)

Sina  Varamini, Michael  Esenwa, Susan L. Tighe, Mehran Kafi  Farashah, Trevor  Moore

Link

Creating Economical and Well Performing Binders via Modification by Epoxidized Plant-derived Oil 
Materials [62] 105-128 (2017)

Joseph H. Podolsky, Nacu  Hernandez, R. Christopher  Williams, Eric W. Cochran

Link

RAP Paving – British Columbia Perspective [62] 129-144 (2017)

Vipin  Sharma, Lindsay  Johnston, Brad  Hogg, Alan  Schmidt, Arnold  Van Reekum

Link

Detailed Evaluation of Select Highway Projects Rehabilitated with CIR in Alberta [62] 145-166 (2017)

Vipin  Sharma, Art G. Johnston, Chuck T. McMillan, Ahad  Khan, Dominique  Grell

Link

A Review of Distress and Roughness Performance Models in Nova Scotia's Pavement Management System 
[62] 167-186 (2017)

Mohamed  Hegazi, Adam  Marlin, Leanne  Whiteley-Lagace

Link

Investigation of the Tensile Strength of Hot Mix Asphalt Incorporating Pulp Aramid Fiber (PAF) [62] 187-202 
(2017)

Saeed S. Saliani, Alan  Carter, Hassan  Baaj, Saeed  Badeli

Link

Comparison of New Test Methods and New Specifications for Rutting Resistance and Elasticity of Modified 
Binders [62] 203-224 (2017)

Raquel  Moraes, Daniel R. Swiertz, Hussain U. Bahia

Link

Using Complex Modulus (E*) Test to Evaluate Moisture Damage of Hot Mix (HMA) with Glass Aggregates 
[62] 225-238 (2017)

Éric  Lachance-Tremblay, Michel  Vaillancourt, Daniel  Perraton, Hervé  Di Benedetto

Link

12-Year Performance Review of Bloomington Road (York Region Road 40) Rehabilitation using Cold In-
Place Recycling and a 6.7 mm Fine Stone Mastic Asphalt [62] 239-266 (2017)

Trevor  Moore, Mehran Kafi  Farashah, Michael  Esenwa, Sina  Varamini, Anton S. Kucharek

Link
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CTAA Paper Index By Year
Predicting HMA Fatigue Using the Double Edge Notched Tension Test and Multiple Stress Creep Recovery 
Test [62] 267-290 (2017)

Mike  Aurilio, Peter  Mikhailenko, Hassan  Baaj

Link

Development and Evaluation of a Non-Tracking Asphalt Emulsion for Tack Coats and Fog Seals [62] 291-308 
(2017)

Anton S. Kucharek, Michael  Esenwa, Sina  Varamini, Elijah  Bickle, Alain  Cormier

Link

Laboratory Study on the Effect of Asphalt Binder Rejuvenators on the Cracking Resistance of Hot Mix 
Asphalt [62] 309-330 (2017)

Jason C. Wielinski, Lauren  Magill, Christopher  Campbell, Gerald A. Huber

Link

Performance-based Asphalt Mixture Development Process to Optimize Material Durability and Pavement 
Design [62] 331-346 (2017)

Jean-Martin  Croteau, Simon  Pianarosa, Ted  Harrison, Curt  Slawinsky, Laurent  Brissaud

Link

Prince Edward Island’s Experience with Hot In-place Asphalt Recycling [62] 347-370 (2017)

Stephen  Yeo, Mark  Sherren, Stephen  Pigott

Link

Asphalt Re-Recycling [62] 371-400 (2017)

Pavel  Kriz, Bennett J. Tardiff, Stephanie  Sta. Maria, Ralph D. Shirts

Link

Investigation into Temperature Effect on AASHTO Back Calculated Subgrade Resilient Modulus [62] 401-
422 (2017)

Alan  Reggin, Bryan  Palsat, Martina  Riessner, Marta  Juhasz

Link

Light Colour Asphalt Pavement [62] 423-436 (2017)

Ludomir  Uzarowski, Rabiah  Rizvi, Steve  Manolis

Link
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CTAA Paper Index By Year

2016
Mechanistic Evaluation of the Effect of Warm Mix Additives on the Strength and Durability of Typical 
Ontario Superpave Surface Mixtures [61] 1-20 (2016)

Sina  Varamini, Susan L. Tighe

Link

Longitudinal Thermal Cracking Phenomenon: Thermal Imaging Detection and Laboratory Case Studies [61] 
21-46 (2016)

Martin  Lavoie, Félix  Doucet, Maxime  Laplante-Boivin

Link

Laboratory Evaluation of the Moisture Susceptibility of Different Cold Patching Materials [61] 47-56 (2016)

Md  Hasanuzzaman, Leila  Hashemian, Alireza  Bayat

Link

The Importance of Asphalt Mixture Air Voids on the Damage Evolution During Freeze-Thaw Cycles [61] 57-
82 (2016)

Saeed  Badeli, Alan  Carter, Guy  Doré

Link

Using Asphalt Binder Properties as an Indicator of Oxidative Aging and the Proper Timing of Preventive 
Maintenance for Asphalt Pavements [61] 83-108 (2016)

R. Michael  Anderson, Phillip B. Blankenship, G. N. King

Link

Alberta Transportation’s Experience with Cold In-place Recycling [61] 109-126 (2016)

Jim  Gavin, Dominique  Grell, Kimberley  Edmunds, Mohammad  Karim

Link

Non-Destructive Testing of Cold In-Place Recycled Materials at Very Young Age [61] 127-152 (2016)

Quentin  Lecuru, Alan  Carter, Yannic  Ethier

Link

Chemically Bonded Asphalt for Improved Adhesion Performance [61] 153-162 (2016)

G. M. Rowe, Ajay  Ranka, Tom  Dziedziejko, Jerry  Thayer, Doug  Zuberer

Link

A Novel Approach to Mitigating Studded Tire Abrasion [61] 163-178 (2016)

Tonya  Burritt, Bob  Klutz, Christopher  Lubbers

Link

Comparative Study of the Laboratory Performance of Hot Mix Asphalt with 10 Percent Glass Aggregates 
[61] 179-194 (2016)

Alexandre T. Bachand, Éric  Lachance-Tremblay, Michel  Vaillancourt, Daniel  Perraton

Link

Innovative Testing of Ontario’s Asphalt Materials [61] 195-214 (2016)

Kishan  Modi, Seyed  Tabib, Imran  Bashir, Pamela  Marks

Link

High Float Emulsion Residue: Its Unique Rheology and Microstructure [61] 215-236 (2016)

Justin P. Suda, Anthony  Yeung

Link

Case Study on Performance of Pavement Constructed with Modified Binder Meeting Extended BBR and 
DENT Specifications [61] 237-266 (2016)

Steve  Manolis, Salman A. Bhutta, Vince  Aurilio, Selena  Lavorato, Garry  Bates

Link
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CTAA Paper Index By Year
Comparison between Cold In-Place Recycling (CIR) and Cold In-Place Recycling with Expanded Asphalt 
Mixture [61] 267-280 (2016)

Janki  Bhavsar, Mohab Y. El-Hakim, Susan L. Tighe

Link

A Paving Solution to Minimize Airport Down Time While Providing Resistance to Surface Deformation: 
Calgary Airport [61] 281-294 (2016)

Jean-Martin  Croteau, Simon  Pianarosa, Ted  Harrison, Art G. Johnston, Florence  Leroy-Mallol

Link

Pavement Performance Model Development for the Concession of the South Fraser Perimeter Road [61] 
295-314 (2016)

Bryan  Palsat, Alan  Reggin, Martina  Riessner, Ian  Galsworthy

Link

Measurement of Effective Asphalt Content: Understanding How Much Is Present [61] 315-344 (2016)

Gerald A. Huber, William J.  Pine

Link

Understanding Physical Hardening in Asphalt Materials and Pavements – A Literature Review [61] 345-374 
(2016)

Steve  Manolis, Anton S. Kucharek, Keith  MacInnis, Alexander  Brown

Link

Determination of Mixing and Compaction Temperatures of Modified Asphalt Cements and a Limited 
Investigation of the Effect on Superpave Volumetric Mix Design Properties [61] 375-386 (2016)

Alexander  Brown, Tom  Dziedziejko, Fernando  Magisano

Link

It’s Not the Asphalt, It’s Your Fault: Use of Innovative Paving Practices to Achieve Excellent Pavement 
Density [61] 387-404 (2016)

Amanada  Gilliland, Robert  Trousil

Link

Customized Municipal Asphalt Specifications – Experience with the First Year of Implementation [61] 405-
420 (2016)

Ludomir  Uzarowski, Vimy  Henderson, Rabiah  Rizvi

Link

New Technology Uses Renewable Resources to Improve Asphalt Paving and Preservation Sustainability [61] 
421-443 (2016)

Everett  Crews, Jenna M. Bowers, Richard K. Steger, Dennis M. Muncy

Link
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CTAA Paper Index By Year

2015
Development of Performance Specifications for Flexible Pavements in Ontario [60] 1-16 (2015)

Dale  Smith, Stephen Q. S. Lee, Thomas  Kazmierowski

Link

Selection, Evaluation and 5-Year Performance of Highway 1 Section Rehabilitated with Hot-In-Place 
Recycling Treatment [60] 17-38 (2015)

Vipin  Sharma, Christian  Babuin, Brad  Hogg, Alan  Schmidt

Link

Use of Hirsh Model to Back Calculate the Performance Characteristics of the Blended Binder in Superpave 
Recycled Hot Mixtures [60] 39-52 (2015)

Xiomara  Sanchez, Vince  Aurilio, Susan L. Tighe, Alexander  Brown, Fernando  Magisano

Link

Physical Hardening of Asphalt [60] 53-82 (2015)

Jamie-Lee  Freeston, Graeme  Gillespie, Simon A. M. Hesp, Migle  Paliukaite, Russel  Taylor

Link

Five Year Performance of Quiet Asphalt Pavement Test Sections on Highway 405, Ontario [60] 83-106 
(2015)

Heather  Beattie, Seyed  Tabib, Pamela  Marks, Chris  Blaney

Link

Investigation of Diffusion-Controlled Oxidative Aging in Asphalt Mixture [60] 107-124 (2015)

Prabir  Kumar Das, Niki  Kringos, Hassan  Baaj, Susan L. Tighe

Link

In-Situ Permeability of Newly Constructed Asphalt Pavement Surfaces as an Indicator of Long Term 
Pavement Performance [60] 125-154 (2015)

Moustafa  Awadalla, Abd El Halim Omar  Abd El Halim, Yasser  Hassan, Imran  Bashir, Frank  Pinder

Link

Formulation et évaluation des performances des enrobés coulés à froid fabriqués avec des matériaux 
recyclés [60] 155-172 (2015)

Arbia  Garfa, Alan  Carter, Anne  Dony, Marie  Quioc

Link

3D Paving Experience at the National Corvette Museum [60] 173-198 (2015)

Todd  Mansell

Link

Flexible Pavement Design and Asset Management for Western Canada P3 Projects [60] 199-228 (2015)

Art G. Johnston, Bryan  Palsat, Gary  St. Michel, Martina  Riessner, Dave P. Palsat

Link

Improving the Fatigue Resistance for Hot Mix Asphalt Surface Course Mix [60] 229-244 (2015)

Magdy  Shaheen, Adil  Al-Mayah, Susan L. Tighe

Link

Visualization and Quantification of Hot Mix Asphalt Characteristics using X-Ray Computed Tomography [60] 
245-262 (2015)

Magdy  Shaheen, Adil  Al-Mayah, Susan L. Tighe

Link

New Technology for Asphalt Compaction: A Contractor’s View and Experience [60] 263-274 (2015)

Eric  Shaw, Russ  Perry, Anandkumar  Chelliah, Bonnie  Robertson

Link
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CTAA Paper Index By Year
Characterization of Hot Mix Asphalt with Steel Slag and the Use of Laboratory Results in Mechanistic-
Empirical Pavement Design [60] 275-294 (2015)

Emmanuel  Dion, Daniel  Perraton, Alan  Carter, Kevin  Bilodeau

Link

Complex Modulus and Fatigue Performance of a GB20 Mix Incorporating 40 Percent Reclaimed Asphalt 
Pavement [60] 295-324 (2015)

Asmaa  Basueny, Alan  Carter, Daniel  Perraton

Link

Ontario’s Strategy to Enhance Asphalt Cement Quality [60] 325-346 (2015)

Seyed  Tabib, Farhana  Hoque, Pamela  Marks

Link

Cold Winter and Early Asphalt Pavement Cracking Observed in Ontario [60] 347-360 (2015)

Ludomir  Uzarowski, Gary  MacDonald, John  Rizzo, Gary  Moore, Vimy  Henderson

Link

Green Pavement Technologies Are Sustainable Only if They Deliver Acceptable Performance [60] 361-378 
(2015)

Ludomir  Uzarowski, Michael L. J. Maher, Susan L. Tighe

Link

Six-Year Performance of Ontario’s Freeway Fibre and Polymer Modifier Trial Project [60] 379-394 (2015)

Anne  Holt, Chloe  Johnson, Pamela  Marks

Link

Asphalt Binder Aging and Fracture Evaluation of Hot Mix Asphalt Containing Vacuum Tower Asphalt 
Extender [60] 395-412 (2015)

Gerald A. Huber, Anthony J. Kriech, Jason C. Wielinski, Andreas R. Horton

Link

Study of the Use of Confining Pressure When Measuring the Complex Modulus of Full-Depth Reclamation 
Materials [60] 413-432 (2015)

Apparao  Gandi, Julien N. Kagabo, Alan  Carter, Dharamveer  Singh

Link

Performance Review of the Light-coloured Pavement of the 2009 Front Street Project in Dawson City 
Yukon [60] 433-450 (2015)

Todd  Strynadka, Jean-Martin  Croteau, Guy  Doré, Jeff  Jarvis

Link

Asphalt Mixes Produced with Asphalt Shingle Sand [60] 451-466 (2015)

Frédéric  Noël, Jean-Martin  Croteau

Link

Field Evaluation of Pavement Preservation Treatments Incorporating Stress Absorbing Membrane 
Interlayer Technologies [60] 467-480 (2015)

Stephen N. Goodman, Terry  McCann

Link

The 2015 Canadian Asphalt Mix Exchange Program (CAMEP) 2015 Summary [60] 481-504 (2015)

Alan  Carter

Link
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CTAA Paper Index By Year

2014
Ten Years of Experience with Hot Mix Asphalt Containing Recycled Asphalt Shingles in the City of Edmonton 
[59] 1-30 (2014)

Hugh B. Donovan, Nawaz  Panhwer, Leonard  Dunn

Link

State-of-the-Practice for Crack Treatments for Asphalt Pavements [59] 31-60 (2014)

Dale S. Decker

Link

Life Cycle Management of Road Assets with Emphasis on Long Life Asphalt Pavements [59] 61-90 (2014)

Ralph C. G. Haas

Link

Reduction in Service Life of Asphalt Pavements due to Utility Cuts – A Forensic Investigation in the City of 
Calgary [59] 91-114 (2014)

Mohammad  Karim, Rabiah  Rizvi, Vimy  Henderson, Ludomir  Uzarowski, Joe  Chy-Cies

Link

Properties of Warm Mix Asphalts with Reclaimed Asphalt Pavement [59] 115-128 (2014)

Juan A. González-León, Gilles  Barreto, Aurélia  Nicolaï, Nguyen Hoang Pham, Cédric  Sauzeat

Link

Importance of Thermal Contraction Coefficient in Low Temperature Cracking of Asphalt Concrete [59] 129-
142 (2014)

Prabir  Kumar Das, Denis  Jelagin, Bjorn  Birgisson

Link

The Aging Susceptibility of Rejuvenated Asphalt Binders: Determining the Effectiveness of Asphalt 
Rejuvenators and Additives in a Simulated RAP Binder [59] 143-156 (2014)

Christine  Gorsuch, Ralph  Franklin, Kacie  Louis

Link

Rutting Characterization of Typical Ontario Rubberized-RAP Hot Mix Asphalt Mixtures [59] 157-172 (2014)

Doubra C. Ambaiowei, Xiomara  Sanchez, Susan L. Tighe, Seyed  Tabib

Link

Development of a Quality Control Test for Asphalt Binders [59] 173-194 (2014)

Raj  Dongré, Jack  Youcheff, John  Newman

Link

Structural Evaluation and Full Depth Reclamation Design of Lake Major Road [59] 195-208 (2014)

Christopher  Barnes, Jeff  MacEwen

Link

Monitoring Asphalt Mix Temperature during the Production, Transport and Paving Processes and Effects on 
the Resulting Pavement Characteristics [59] 209-230 (2014)

Frédéric  Noël, Marc-Antoine  Bucci

Link

Feasibility Study of Performance Grading Particulate Asphalt Rubber Binder [59] 231-248 (2014)

Sallie  Houston, Rielle  Haichert, Gary  Houston, Curtis F. Berthelot, Diana  Podborochynski

Link

Development of High Modulus Asphalt Mixes for Cold Climate [59] 249-268 (2014)

Daniel  Perraton, Marc  Proteau, Alan  Carter, Mathieu  Meunier, René  Dufresne

Link

Evaluation of the Performance of an Asphalt Mix with Crushed Glass [59] 269-284 (2014)

Éric  Lachance-Tremblay, Michel  Vaillancourt, Daniel  Perraton

Link
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CTAA Paper Index By Year
Innovative Multi-Layer Pavement Preservation Techniques [59] 285-300 (2014)

Gary  Houston, Sallie  Houston

Link

Effect of RAP, RAS, and Aging on the Workability of Asphalt Mixes [59] 301-322 (2014)

Raj  Dongré, Eugeniu  Morari

Link

City of Winnipeg’s Experience with Recycled Asphalt Shingles (RAS) in Hot Mix Asphalt (HMA) [59] 223-344 
(2014)

Leonnie  Kavanagh, Saman  Esfandiarpour, Ahmed  Shalaby, Paula  Camargo

Link

Evaluation of Oil Modification Effect on Asphalt Binder Thermal Cracking and Aging Properties [59] 345-374 
(2014)

Amir  Golalipour, Hussain U. Bahia

Link

Reclaimed Asphalt Pavement - Virgin Binder Diffusion in Asphalt Mixes [59] 375-400 (2014)

Pavel  Kriz, Daniel  Grant, Mary  Gale, Selena  Lavorato, Andrew  Pahalan

Link

The Impact of Asphalt Blended with Re-refined Vacuum Tower Bottoms (RVTB) and Its Effect on HMA 
Mixture Performance [59] 401-426 (2014)

Jason C. Wielinski, Anthony J. Kriech, Gerald A. Huber, Andreas R. Horton, Linda V. Osborn

Link

Project Level Rehabilitation Design of Asphalt Pavements Using Laser and LiDAR Technologies [59] 427-456 
(2014)

Dave P. Palsat, Chuck T. McMillan, Cherie  Fuchs, Marta  Juhasz, Darel E. Mesher

Link

Interrelationships in Rheology for Asphalt Binder Specifications [59] 457-484 (2014)

G. M. Rowe

Link

A Performance-Related Approach to the Utilization of Reclaimed Asphalt Shingles (RAS) in Asphalt Mixtures 
[59] 485-502 (2014)

Art G. Johnston, Mohammad  Karim, Lindsay  Johnston

Link

Advanced Pavement Technology Used for Rehabilitation of Runways at Edmonton International Airport 
[59] 503-516 (2014)

Ludomir  Uzarowski, Rabiah  Rizvi, Darin C. Schuster, Felipe  Salgado, Carmine  Bello

Link

Comparison of Asphalt Cement Acceptance Methodologies for Provincial Highways in Ontario [59] 517-528 
(2014)

Alexander  Brown

Link

Pavement Rehabilitation with Cold Recycling Technology on Highway 8 (Queenston Road) in the City of 
Hamilton [59] 529-548 (2014)

Gary  Moore, Reza  Namjouy, Christopher  Norris

Link

The 2013 Canadian Asphalt Exchange Program (CAEP) 2013 Summary [59] 549-568 (2014)

Alan  Carter

Link

The 2014 Canadian Asphalt Exchange Program (CAEP) 2014 Summary [59] 569-580 (2014)

Alan  Carter

Link
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CTAA Paper Index By Year
The 2014 Canadian Asphalt Mix Exchange Program (CAMEP) 2014 Summary [59] 581-604 (2014)

Alan  Carter

Link
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CTAA Paper Index By Year

2013
Quantifying the Sustainable Benefits of Preserving Ontario’s Flexible Pavement Assets [58] 1-14 (2013)

Susanne  Chan, Stephen Q. S. Lee, Thomas  Kazmierowski, Warren  Lee

Link

Incorporation of Reclaimed Asphalt Pavement (RAP), and Post-fabrication Asphalt Shingles in Micro-
surfacing Mixture [58] 15-34 (2013)

Masoud  Robati, Alan  Carter, Daniel  Perraton

Link

Determining N-Design Values Using Relative Performance Approach For North Carolina Surface Mixes [58] 
35-54 (2013)

Dinesh  Ayyala, Soufiane  Qarouach, N. Paul  Khosla, Akhtarhusein  Tayebali

Link

Hydrated Lime - Key Asphalt Process Techniques [58] 55-66 (2013)

Mike  Tate

Link

Investigation Of The Influence Of Recycled Plastics As Binder Modifier On High Temperature Susceptibility 
Of Hot Mix Asphal [58] 67-90 (2013)

Sina  Varamini, Christopher  Barnes

Link

Three-Year Performance of Innovative Preservation Treatments to Address Pre-Mature Pavement 
Roughness [58] 91-120 (2013)

Dave P. Palsat, Darel E. Mesher, Trent  McLaughlin

Link

Measuring Surface Tackiness of Modified Asphalt Binders and Emulsion Residues using a Dynamic Shear 
Rheometer [58] 121-138 (2013)

Christine  Gorsuch, Stephanie  Hogendoorn, Codrin  Daranga, Joey  McKay

Link

Optimizing Crumb Rubber Modifiers (CRM) and Reclaimed Asphalt Pavements (RAP) in Typical Ontario Hot 
Mix Asphalt [58] 139-152 (2013)

Doubra C. Ambaiowei, Susan L. Tighe

Link

Improving the Permeability and Surface Texture of HMA Using AMIR II [58] 153-176 (2013)

Frank  Pinder, A. Chelliah  Rajendran, Omar  Abdelalim, Abd El Halim Omar  Abd El Halim

Link

Evaluation of Laboratory and Field Performance of High Performance Cold Mix Patching Material with 
Reduced Volatile Organic Compound Content [58] 177-206 (2013)

Selena  Lavorato, Steve  Manolis, Gelu  Vasiliu, Bryan  Hughes, Sean  Zimmerman, Ryon  Reid

Link

100% Recycled Asphalt Paving, Our Experience [58] 207-218 (2013)

Michael  Esenwa, J. Keith  Davidson, Anton S. Kucharek, Trevor  Moore

Link

Role of Asphalt Modification in  Achieving Better Aggregate Packing Structure and Performance [58] 219-
238 (2013)

Pouya  Teymourpour, Scott M. Hacker, Hussain U. Bahia

Link

Sensitivity of Pavement ME Design to Climate and Other Factors [58] 239-254 (2013)

Marta  Juhasz, Mark  Popik, Susanne  Chan

Link
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CTAA Paper Index By Year
Fatigue Damage Evolution in Micro and Macrostructure of Asphalt Beam Tested under Four Point Bending 
[58] 255-272 (2013)

Magdy  Shaheen, Adil  Al-Mayah, Susan L. Tighe, Md.  Safiuddin

Link

Evaluation of the Performance Properties of Asphalt Mixes Produced with Re-refined Heavy Vacuum 
Distillate Bottom [58] 273-290 (2013)

John A. D'Angelo, Ken  Grzybowski, Steve  Lewis, Rodney  Walker

Link

Leveraging the Operational and Cost Advantages of Hot In-place Recycling for a Single-Runway Airfield 
Pavement Rehabilitation Project at Kelowna International Airport [58] 291-320 (2013)

K. R. Fyvie

Link

Bio-Solvents in the Production of Emulsified Prime Coat Systems [58] 321-338 (2013)

Abdul  Elkadri, Thomas  Zanini, Magali  Lapayronie, Abdeltif  Belkahia, Jean-Martin  Croteau

Link

Asphalt Pavement Design, Specification Development and Construction of Runway 08-26 At Region Of 
Waterloo International Airport [58] 339-354 (2013)

Ludomir  Uzarowski, Rabiah  Rizvi, Andrew  Turner, John  Hammer, Chris  Wood

Link

A Comparison of Ride Improvements for Various Pavement Rehabilitation Treatments in Western Canada 
[58] 355-378 (2013)

Darel E. Mesher, Bryan  Palsat, Dave P. Palsat, Chuck T. McMillan, Brad  Hogg

Link

A Three Year Evaluation of Fiber Reinforced Chip Seal Systems in Saskatchewan [58] 379-402 (2013)

Ania M. Anthony, Chris  Dechkoff, Marcel  Gareau, Jean-Martin  Croteau

Link

Investigating Asphalt Mix Design Using Reclaimed Asphalt Shingles (RAS) [58] 403-418 (2013)

Jason C. Wielinski, Andreas R. Horton, Gerald A. Huber

Link

Characterizing Warm and Hot Mix Asphalt Strength through Internal Aggregate Structure Analysis [58] 419-
428 (2013)

Amma  Wakefield, Ryan  Essex, Trevor  Moore

Link

Industry Challenges Associated with Utilizing Recycled Asphalt Shingles In Asphalt Mixtures – An Agency 
Perspective [58] 429-442 (2013)

Art G. Johnston, Mohammad  Karim, Joe  Chy-Cies

Link

Benefits of Asphalt Pavement and Materials Technology Review for Municipalities – Demonstrated with a 
Case Study [58] 443-462 (2013)

Ludomir  Uzarowski, Vimy  Henderson, Jack  MacDonald, Gary  Moore

Link

The 2012 Canadian Asphalt Exchange Program (CAEP) 2013 Summary [58] 463-482 (2013)

Alan  Carter

Link

The 2013 Canadian Asphalt Mix Exchange Program (CAMEP) 2013 Summary [58] 482-505 (2013)

Alan  Carter

Link

Discussion and response to the 2012 paper “TRANSITION TO SUPERPAVE PERFORMANCE GRADES IN 
WESTERN CANADA” [58] A3-A12 (2013)

Daryl  MacLeod, Pavel  Kriz

Link
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CTAA Paper Index By Year

2012
Evaluation of Environmental Impact on Perpetual and Coventional Pavement Designs: A Canadian Case 
Study [57] 1-14 (2012)

Mohab Y. El-Hakim, Susan L. Tighe

Link

Evaluation of the Effect of Recycled Asphalt Shingles on Ontario Pavement Mixes [57] 15-38 (2012)

Shirley J. Ddamba, Susan L. Tighe, Ryan  Essex, Narayan  Hanasoge

Link

Cold in-Place Recycling - A new Asphalt Rehabilitation Approach for the City of Calgary [57] 39-58 (2012)

Mohammad  Karim, Joe  Chy-Cies

Link

Planning Minimizes Equipment Usage [57] 59-74 (2012)

Terry  Humphrey

Link

New Methodology for Verifying the Homogeneity of the Bitumen in the Production of Warm Mix with High 
Recycle Rate [57] 75-92 (2012)

Julien  Navaro, Ivan  Drouadaine, Marc  Proteau, Samual  Mendez, Bertrand  Pouteau

Link

End Result Pavement Specification for P3 Projects - Benefits for the Operator and Contactor [57] 93-108 
(2012)

Graham  Clark

Link

Ontario's Experience with Hot on Hot Paving: A Canadian First [57] 109-128 (2012)

Chris  Raymond, Fernando  Magisano, Heather  Beattie, Anil  Virani

Link

Correlation of Asphalt Concrete Mix Properties with Observed Roadway Performance [57] 129-146 (2012)

Alan  Reggin, Geoff  Goodall, Art G. Johnston, Kevin  Goldfuss

Link

Mechanistic Characterization of Reclaimed Asphalt Pavement (RAP) as a Structural Base Layer Across 
Climatic Conditions [57] 147-164 (2012)

Rielle  Haichert, Diana  Podborochynski, Curtis F. Berthelot, Duane  Guenther

Link

Falling Weight Deflectometer and Life Cycle Cost Analysis of a Major Urban Arterial Roadway Rehabilitated 
using a Foamed Asphalt Stabilized Base [57] 165-186 (2012)

Christian  Babuin, Bryan  Palsat, Ed  Clark, Kevin  Terness

Link

Utilization of Roughness Data in a Pavement Rehabilitation Design and Post-Construction Evaluation [57] 
187-210 (2012)

Alan  Reggin, Christian  Babuin

Link

Hydrated Lime and Lime Kiln Dust as Additives for CIR and FDR Materials Treated with Asphalt Emulsion 
and Foamed Asphalt [57] 211-224 (2012)

Eric  LaChance, Alan  Carter, Mike  Tate

Link

Methods to Evaluate Aggregate Coating for Asphalt Mixtures Produced at WMA Temperatures [57] 225-
238 (2012)

Raul  Velasquez, Giacomo  Cuciniello, Daniel R. Swiertz, Ramon  Bonaquist, Hussain U. Bahia

Link
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CTAA Paper Index By Year
The Role of Asphalt Binder Fracture Properties in Thermal Cracking Performance of Mixtures and 
Pavements [57] 239-256 (2012)

Hussain U. Bahia, Raul  Velasquez, Hassan  Tabatabaee, Sebastion  Puchalski

Link

Asphalt Binder Modifications with Re-refined Heavy Vacuum Distillation Oil (RHVDO) [57] 257-276 (2012)

John A. D'Angelo, Ken  Grzybowski, Steve  Lewis

Link

Experience with Asphalt Laboratory Certification in Canada [57] 277-290 (2012)

Nabil I. Kamel, Gilbert G. McIntee, Chris  Rogers, Allan  Maynard

Link

Transition to Superpave Performance Grades in Western Canada [57] 291-320 (2012)

Pavel  Kriz, Daniel  Grant, Mary  Gale, Katherine  Sokol, J. H. Dickson, John  Brownie

Link

Relationship of Asphalt Binder Properties to Cracking in Five Year Old Test Sections [57] 321-348 (2012)

Gerald A. Huber, Pamela  Marks, Alexander  Brown, Chris  Raymond

Link

Harmonization and Standardization of Intelligent Compaction Technologies for Practical Implemention [57] 
349-366 (2012)

Victor  Gallivan, George  Chang

Link

Determining the Quantity of RAP in HMA in Ontario - Phase 1 [57] 367-384 (2012)

Xiomara  Sanchez, Susan L. Tighe, Vince  Aurilio, Seyed  Tabib

Link

2010 Warm Mix Trials - City of Edmonton [57] 385-414 (2012)

Hugh B. Donovan, Nawaz  Panhwer, Jean-Martin  Croteau

Link

Urban Application of Perpetual Pavements - Case Study from BRT in York Region [57] 415-430 (2012)

Ludomir  Uzarowski, Andrew  Balasundarum, Vimy  Henderson, Leonard  Ng

Link

Evaluation of Warm Mix Asphalt Binder Rheology and Longitudinal Joint Performance : A British Columbia 
Study [57] 431-452 (2012)

Riyad UL Islam, John  Laxdal, Daryl  Finlayson

Link

In-Place Evaluation of a High RAP Warm Mix Asphalt Pavement [57] 453-470 (2012)

Ryan S. Clark, Christopher  Barnes

Link

Effect of Initial Surface Profile on the Thickness and Smoothness of a single lift of HMA [57] 471-482 (2012)

Alexander  Brown

Link

The 2012 Canadian Asphalt Mix Exchange Program (CAMEP) 2012 Summary [57] 483-506 (2012)

Alan  Carter

Link
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CTAA Paper Index By Year

2011
Effects of Engine Oil Residue on Asphalt Cement Quality [56] 1-12 (2011)

Syed  Rubab, Kezia  Burke, Logan  Wright, Simon A. M. Hesp, Pamela  Marks, Chris  Raymond

Link

Experimentation de la thermographie automatisee au ministeres des Transport du Quebec [56] 13-26 
(2011)

Martin  Lavoie

Link

Evaluation of Warm Mix Asphalt Behaviour - Stability and Strength Perspective [56] 27-42 (2011)

Michael  Esenwa, J. Keith  Davidson, Anton S. Kucharek

Link

Test Method to Quantify the Effect of RAP and RAS on Blended Binder Properties without Binder Extraction 
[56] 43-60 (2011)

Daniel R. Swiertz, Hussain U. Bahia

Link

Evaluation of the MSCR Test for Canadian Asphalt Binders [56] 61-82 (2011)

R. Michael  Anderson, John A. D'Angelo, John R. Bukowski

Link

Case Studies to Determine the Relationship between Rehabilitation Process, Hot-Mix Asphalt Lift Thickness, 
and Pavement Smoothness [56] 83-104 (2011)

Salman A. Bhutta, Ryan  Essex

Link

Comparison of Reactive Elastomeric Terpolymer, Styrene Butadiene, and Polyphosphoric Acid Type 
Modifiers for Asphalt Cement [56] 105-122 (2011)

Simon A. M. Hesp, Neha  Kanabar, Syed  Rubab, Xin  Zhang

Link

Asphalt Mix Performance Testing and Emissions Evaluation for Warm Mix Asphalt Field Project on Ministry 
of Transportation Ontario Highway 10 [56] 123-150 (2011)

Selena  Lavorato, Steve  Manolis, Andrew  Pahalan, Ryon  Reid

Link

Mechanistic Evaluation of Warm Mix Asphalt Surfacing for C.S. 35-14 [56] 151-170 (2011)

Roanne  Kelln, Rielle  Haichert, Curtis F. Berthelot, Ania M. Anthony

Link

Early Stage Curing Characteristics of Partial Depth Cold Recycling [56] 171-184 (2011)

Trevor  Moore, J. Keith  Davidson, Anton S. Kucharek, Michael  Esenwa

Link

British Columbia's Success with Hot-In-Place Recycling - a 25 year History [56] 185-202 (2011)

Daryl  Finlayson, Connie  Nicoletti, Ian  Pilkington, Vipin  Sharma, Bernie  Teufele

Link

Evaluation of the MSCR Test for Modified Binder Specification [56] 203-222 (2011)

Hussain U. Bahia, Nader  Tabatabaee, Cristian  Clopotel, Amir  Golalipour

Link

Détermination des plages de température affectant l'orniérage des couches d'enrobés bitumineux [56] 223-
242 (2011)

Mathieu  Meunier, Daniel  Perraton, Alan  Carter

Link

Optimizing the Effectiveness of High Performance Chip Seals in Ontario [56] 243-264 (2011)

Anton S. Kucharek, Trevor  Moore, Peter  Linton, J. Keith  Davidson, Ted  Phillips

Link
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CTAA Paper Index By Year
Incorporation de particules de bardeaux d'asphalte de postconsommation dans les enrobés bitumineux 
[56] 265-288 (2011)

Jean-Michel  Malo, Daniel  Perraton, Alan  Carter

Link

Evaluation of the Extent of Asphalt Blending in RAP Mixes [56] 289-308 (2011)

John A. D'Angelo, Raj  Dongré, Audrey  Copeland

Link

Use of Lightweight Deflectometer for Monitoring Field Curing of Cold In-Place Recycled Mixes [56] 309-326 
(2011)

Abd El Halim Omar  Abd El Halim, Ali  Kassim, Yasser  Hassan, Adnan  Hammoud, Stephen N. Goodman, 
Warren  Lee

Link

Properties of High RAP Plant Mixtures [56] 327-350 (2011)

Andreas R. Horton, Jason C. Wielinski, Gerald A. Huber, Herb L. Wissel, Mark A. McGaughey

Link

Le développement durable des enrobes au Québec [56] 351-368 (2011)

Michel  Paradis, Louise  Boutin, Félix  Doucet

Link

The Evaluation of a Fibre-Reinforced Sandwich Chip Seal in Saskatchewan [56] 369-390 (2011)

Brent  Marjerison, Ania M. Anthony, Jean-Martin  Croteau, Marcel  Gareau, Chris  Dechkoff

Link

Ten Year Performance of Expanded Asphalt Mix on the Trans-Canada Highway, Wawa, Ontario [56] 391-
408 (2011)

Becca  Lane, Thomas  Kazmierowski

Link

Usage of Bio-Solvents in the Asphalt Industry to Reduce Emission of Volatile Organic Compounds [56] 409-
422 (2011)

Jean-Martin  Croteau, Bernard  Tessier, François  Chaignon, Christine  Deneuvillers

Link

A One Year Review of the Anthony Henday Drive Warm Mix Project [56] 423-442 (2011)

Bob  Forfylow, Mauricio  Reyes, Matt  Grimm

Link

Differential Shrinkage Cracking of HMA Placed over Foamed Asphalt Base - A Case Study [56] 443-458 
(2011)

Ludomir  Uzarowski, Vimy  Henderson, Susan L. Tighe, Michael  Halloran

Link

Behaviour of Asphalt Mixes Modified with High Rates of Asphalt Shingle Modifier (ASM®) and Reclaimed 
Asphalt Pavement (RAP) [56] 459-480 (2011)

Hassan  Baaj, Mohsen  Ech, Paul  Lum, Bob  Forfylow

Link

The 2010 Canadian Asphalt Exchange Program (CAEP) 2010 Summary  [56] 481-500 (2011)

Magdy  Beshara

Link

The 2011 Canadian Asphalt Mix Exchange Program (CAMEP) 2011 Summary  [56] 501-519 (2011)

Magdy  Beshara

Link
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Susan L. Tighe, Chris  Raymond, Ralph C. G. Haas

Managing Data Variability in Superpave Mix Tests [45] 17-37 (2000)
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Revisiting the Effectiveness of Tack Coats in HMA Overlays: The Shear Strength of Tack Coats in Young 
Overlays [44] 115-130 (1999)

Donath  Mrawira, Darryl J. Damude

Development of Alberta Transportation and Utilities Pavement Design Manual [44] 131-156 (1999)

Dave P. Palsat, Vijay  Ghai, Doug  Cox, Kenneth O. Anderson

Thermal Cracking of Asphalt Pavement [44] 157-174 (1999)

Guylaine  Boutin, Claude  Lupien

Evaluation of Manufactured Shingle Modifier Asphalt Mixes [44] 175-198 (1999)

Eric  Yonke, Paul  Lum, Don  Budd, Ludomir  Uzarowski, John J. Emery

Novachip: Another Application of Asphalt Emulsion being completed on Highway 20 in the Province of 
Quebec [44] 199-222 (1999)

Marina  Beaudoin, Guy  Bergeron, Jean-Claude  Roffé

Usage of Emulsion Mixes to Mitigate the Effect of Subgrade Movements [44] 223-240 (1999)

Jean-Martin  Croteau, Bill  Boston, J. Keith  Davidson

Polymer Modified Bitumens: Proposals for Performance Specifications [44] 241-252 (1999)

Bernard  Brulé

Superpave and Westrack: Did They Perform as Expected? [44] 253-280 (1999)

Gerald A. Huber, James A. Scherocman

The Use of Performance Graded Asphalt Cement in Recycled Hot Mix [44] 281-298 (1999)

J. Keith  Davidson, L. W. Hendricks, Stephen Q. S. Lee

Page 46 of 118



CTAA Paper Index By Year
Selection of Performance Graded Binders for Canadian Airport Pavements [44] 299-316 (1999)

Chuck T. McMillan, James R. Scarlett

Performance of Asphalt Overlays in C-SHRP LTPP Experiment [44] 317-344 (1999)

Ningyuan  Li, Susan L. Tighe, Ralph C. G. Haas, Lou  Frattaroli, Sarah  Wells

An Overview of Operational Aspects relating to Volumetric Design and Construction of Asphalt Paving 
Mixtures [44] 345-368 (1999)

Byron E. Ruth, Bjorn  Birgisson

Evaluation of the Effect of short-term Aging Temperature on Volumetric & Densification Properties of 
Specimens Compacted with Superpave Gyratory Compactor [44] 369-396 (1999)

R. Michael  Anderson, E. Ray  Brown, M. Shane  Buchanan

Effect of Specimen Configuration and Compaction Method on Performance in Asphalt Concrete Wheel-
Tracking Tests [44] 397-404 (1999)

Kevin D.  Hall, Stacy G. Williams

Comparison of Alternative Asphalt Concrete Rut Characterization Methods [44] 405-434 (1999)

Curtis F. Berthelot, Bill  Crockford, Robert  Lytton

The Canadian Asphalt Exchange Program 1998 Summary [44] 435-458 (1999)

Abdul  Qayyum

The Canadian Asphalt Mix Exchange Program 1999 Summary [44] 459-482 (1999)

Abdul  Qayyum

Panorama des Couches de Roulement des Principaux Réseaux Routiers Français Evaluation de leurs 
Caractéristiques de Surface [44] 483-494 (1999)

Yves  Brosseaud, Bernard  Brulé

Ontario's Experience with SMA and Experience to Date [44] 495-516 (1999)

Gerhard  Kennepohl, Vince  Aurilio, Ludomir  Uzarowski, John J. Emery, Paul  Lum

Asphalt Technology for Mega Transportation Projects [44] 517-536 (1999)

John J. Emery

Problems with the Compaction of Superpave Mixtures [44] 537-554 (1999)

James A. Scherocman

Response to Comments [44] App A (1999)

Yves  Thériault

Discussion on Some Laboratory and Field Investigations on Combining Lime or Cement with Foamed 
Asphalt "by Yves Thériault" [44] App A (1999)

Paul  Favretti, J. Keith  Davidson

On the Thermal Cracking Mechanism of Asphalt Pavements and Validation of the Current SHRP Superpave 
MP1 Binder Low Temperature Criteria [44] App A (1999)

Imants  Deme

Page 47 of 118



CTAA Paper Index By Year
Discussion on Some Laboratory and Field Investigations on Combining Lime or Cement with Foamed 
Asphalt " by Yves Thériault" [44] App A (1999)

Dave  Collings

Page 48 of 118



CTAA Paper Index By Year

1998
Study of Asphalt Binders Using Lap Shear Bonds [43] 1-15 (1998)

G. B. Babcock, R. J. Statz, D. S. Larson

Temperature and Thermal Contraction Measurements as Related to the Development of Low Temperature 
Cracking on the Lamont Test Road [43] 16-47 (1998)

Kenneth O. Anderson, J. T. Christison, B. Q. Bai, C. D. Johnston, T.  Quinn, D.  McCullough

How Well Can New Binder Tests Predict Cracking? [43] 48-72 (1998)

J. W. Button, C. P. Hastings

Specification Requirements and Asphalt Properties [43] 73-92 (1998)

D.  Jhanwar, Ludo  Zanzotto, J.  Berti

Some Laboratory and Field Investigations on Combining Lime or Cement With Foamed Asphalt [43] 93-106 
(1998)

Yves  Thériault

Viscoelastic Characterization of Blended Binders [43] 107-130 (1998)

Hamid R. Soleymani, Hussain U. Bahia, Art T. Bergan

Evaluation of Superpave Volumetric Mix Design Technology For Urban Hot-Mix Asphalt [43] 131-159 (1998)

R.  Burlie, Ludomir  Uzarowski, John J. Emery

Superpave Construction Guidelines [43] 160-173 (1998)

E. Ray  Brown, Dale S. Decker

Defining Acceptable Quality of Superpave Performance Graded Asphalt Binders Based on Testing 
Reproducibility [43] 174-189 (1998)

O.  Puzic, B. U. Achia, L. E. Moran

Benefits of Partially Paved Shoulders [43] 190-205 (1998)

Susan L. Tighe, Ralph C. G. Haas

Paving of the Second Blue Water Bridge and Failures During Construction [43] 206-234 (1998)

J.  Williams, Paul  Lum

Evaluation of a Novachip Demonstration Project in Ontario [43] 235-251 (1998)

Alison  Bradbury, Thomas  Kazmierowski, Jean-Martin  Croteau

Consolidation - Fluid Flow: A New Way to Model Asphalt Compaction [43] 252-272 (1998)

I.  Rickards, Stephen N. Goodman, Abd El Halim Omar  Abd El Halim, Ralph C. G. Haas

Ten Year Performance Assessment of the Lethbridge Test Pavements Designed to Mitigate Instability 
Rutting [43] 273-288 (1998)

Cece B. Dawley, Bud L. Hogeweide, Art G. Johnston

Page 49 of 118



CTAA Paper Index By Year
The Correlation Between Rutting Resistance and Hot Mix Design With A Gyratory Compactor [43] 289-307 
(1998)

Pierre  Langlois, Marina  Beaudoin

Aggregate Characterization Tests and Asphalt Mix Performance Quebec's Experience [43] 308-321 (1998)

G.  Tremblay, Pierre  Langlois

Cold Mix paving Using RAP: Performance and Economic Benefits Based on a Municipality's Experience [43] 
322-336 (1998)

P. D. Anderson, P.  Tewari, B.  Smith

Comparison of Laboratory Test Results With Field Performance of Polymer-Modified Asphalt Pavements 
[43] 337-355 (1998)

Joseph E. Ponniah, Gerhard  Kennepohl

Assessment of the Effect of Urea Deicing Solution on Asphaltic Concrete Pavements [43] 356-367 (1998)

J. R. McCutchon, A. P. Joseph, J.  Van Valkenberg

New Developments in Hot In-Placing Recycling Technology and Specification [43] 368-383 (1998)

Stephen Q. S. Lee, Ronald L. Terrel, Michael A. Corbett

Developing Gyratory Compactor Guidelines For Use With Cold In-Place Recycled Material [43] 384-396 
(1998)

K. A. Lauter, Michael A. Corbett

British Columbia Experience With Asphalt Ignition [43] 397-424 (1998)

T.  Munro, J.  Snyder

Municipal Implementation of Superpave Technology [43] 425-442 (1998)

D.  Brooks, David K. Hein, Ludomir  Uzarowski, John J. Emery

The Canadian Asphalt Exchange Program 1997 Summary [43] 443-467 (1998)

Abdul  Qayyum

The Canadian Asphalt Mix Exchange Program 1998 Summary [43] 468-491 (1998)

Abdul  Qayyum

Page 50 of 118



CTAA Paper Index By Year

1997
Performance Modeling and Economic Analysis of Polymer-Modified Asphalt Pavements [42] 1-31 (1997)

Susan L. Tighe, Ralph C. G. Haas

A Non-Destructive Evaluation and Overlay Design of a Pavement Using Spectral Analysis of Surface Waves 
(SASW) [42] 32-47 (1997)

K. O. Addo, B.  Snow

Laboratory Evaluation of Asphalt Mixes Using Engineered Binders Under Static and Cyclic Thermal Stresses 
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Jean-Martin  Croteau, G.  Pelletier

Development of Stone Mastic Mixes for Ontario Use [36] 267-282 (1991)

J. A. Carrick, W. K. MacInnes, J. Keith  Davidson, W.  Schenk, John J. Emery

Propriétés des Fines dans les Enrobes Bitumineux [36] 283-300 (1991)

G.  Tremblay, Richard  Langlois, Jean-Claude  Moreux, G.  Moreau
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Instability Rutting Field Performance of Asphalt Pavement Test Sections in the City of Lethbridge, Alberta 
[36] 301-318 (1991)

Cece B. Dawley, Bud L. Hogeweide, W. J. Bennett, Art G. Johnston

Falling Weight Deflectometer Data Evaluation [36] 319-340 (1991)

Marian H. Kurlanda, S. M. Khalil

Methode de Conception d'Enrobés Bitumineux a Granulometrie Ouverte et Dense [36] 341-382 (1991)

Richard  Langlois, Pierre  Langlois, M.  Roy

Etude Comparative des Propriétés Rhéologiques d'un Bitume Conventionnel et de Bitumes-Polymères [36] 
383-396 (1991)

F.  Guitard, P.  Carreau, J. P. Planche

Comportement En Place de Nouveaux Types d'Enrobés Structures par des Fibres [36] 397-410 (1991)

J.  Cameleyre, Jean-Claude  Roffé, Jacques  Samanos
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1990
Rapid Monitoring of Flexible Pavement Deflections,Moduli and Roughness [35] 2-17 (1990)

David K. Hein, John J. Emery

Influence of Compaction Techniques on the Properties of Asphalt Pavements [35] 18-33 (1990)

Abd El Halim Omar  Abd El Halim, O. J. Svec

Rutting of Asphalt Overlays: Analytical and Field Studies [35] 34-45 (1990)

Frank A. Gervais, Abd El Halim Omar  Abd El Halim

The Effect of a Price Adjustment System on the Quality of Emulsified and Liquid Asphalt in Ontario [35] 46-
59 (1990)

D. C. Pearson, D. F. Lynch

Hot In-Place Recycling of Airfield Pavements at Canadian Forces Base Edmonton [35] 60-79 (1990)

G.  Taverner, Elaine A. Thompson, W.  Doering

Asphalt Pavement Rutting Experience in Canada [35] 80-91 (1990)

John J. Emery

Design of Asphalt Concrete Mixtures to Optimize High and Low Temperature Performance in Alberta [35] 
92-109 (1990)

Chuck T. McMillan, Dave P. Palsat

Diagnosis of Marshall Mix Design using Expert Systems Technology [35] 110-135 (1990)

Hozayen  Hozayen, W.  Schenk, Ralph C. G. Haas

On Some Low Temperature Characteristics of Conventional and Polymer Asphalts [35] 136-159 (1990)

Ludo  Zanzotto, P.  Siska, D. D. Foley, K. W. Ho

Development of a Performance-Based Specification for Asphalt-Aggregate Mixtures [35] 160-179 (1990)

Gerald A. Huber, T. S. Shuler

Performance of Thin Overlays in Saskatchewan [35] 180-203 (1990)

J. L. M. Scott, R. W. Chursinoff, S. M. White

Engineering Properties of Two Polymer-Modified Asphalts [35] 204-221 (1990)

N.  Ali, T.  Papagianakis, J. S. S. Chan, Art T. Bergan

Evaluation and Control of Segregation in Saskatchewan [35] 222-235 (1990)

S. M. White, R. Daryl  Nixon, T. Z. Gutek, Abdul  Qayyum

Performance of 18 Bituminous Test Sections on a Major Urban Freeway During 11 Years of Service [35] 236-
251 (1990)

Kai K. Tam, R.  Raciborski, D. F. Lynch

An Evaluation of the Low Temperature Performance of Recycled Hot Mix [35] 252-275 (1990)

Kai K. Tam, P.  Joseph, D. F. Lynch
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Better Asphalt Compaction [35] 276-287 (1990)

J.  Kindberg

Simplified Mechanistic Evaluation and Rehabilitation Design System for Asphalt Concrete Pavements [35] 
288-313 (1990)

L.  Guan, Byron E. Ruth, Reynaldo  Roque

In-Situ Measurement of Asphalt Pavement Response [35] 314-323 (1990)

E. E. Hildebrand

New Chip Seal System [35] 324-338 (1990)

Jacques  Samanos, Jean-Claude  Roffé

Road Construction Pioneer, 84, Retains Ironman Title [35] 339-342 (1990)

J.  Leckie
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1989
Prediction of Pavement Layer Temperature During Winter Months using a Computer Model [34] 2-19 
(1989)

Gerald A. Huber, G. H. Heiman, R. W. Chursinoff

On Some Practical Aspects of Using Polymer Asphalts in Hot Mixes [34] 20-41 (1989)

Ludo  Zanzotto, D. D. Foley, R. D. Watson, C.  Juergens

Designed Penetration Recycled Hot Mix [34] 42-59 (1989)

K.  Hadipour, Thomas  Kazmierowski, S.  Cheng

The Importance of Placement Inspection for Asphalt Pavements [34] 60-81 (1989)

L. J. McCallum, D. W. Hubble, D. D. Pridy

The Effect of End-Result Specifications on Bridge Deck Waterproofing in Ontario [34] 82-101 (1989)

R. C. Evers, D. F. Lynch

Elastostatic Analysis and Back-Calculation Estimates of Pavement Layer Moduli [34] 102-115 (1989)

D.  Stolle, David K. Hein

The Effects of Testing and Production Procedures on Mix Design Results [34] 116-125 (1989)

R. E. Root

Etude Comparative en Laboratoire de Melanges Bitumineux avec ou sans Modification du Liant par 
l'Addition de Polymères [34] 126-159 (1989)

Jean-Claude  Moreux, Richard  Langlois

Surface Treatment for Urban Structural Strength Enhancement of Asphaltic Concrete Pavement [34] 160-
177 (1989)

C. E. Rodier, J. B. Montgomery

Extending McLeod's PVN Concept to the Temperature Susceptibility Characterization of Asphalt Mixes [34] 
178-193 (1989)

Ralph C. G. Haas, Hozayen  Hozayen

Investigation of Resilient Modulus Behaviour as Part of Flexible Pavement Design in Saskatchewan [34] 194-
205 (1989)

J. S. S. Chan, N.  Ali, Art T. Bergan, G.  Stamatinos

Asphalt Technology for In-Place Surface Recycling using the Heat Reforming Process [34] 206-223 (1989)

John J. Emery, J. A. Gurowka, T.  Hiramine

A Rational Design for the Rehabilitation of Asphalt Pavements [34] 224-257 (1989)

J. Keith  Davidson, W. K. MacInnes

Hot-In-Place Recycling of Runway 15-33 Prince George Airport [34] 258-277 (1989)

K. R. Fyvie, J.  Van Valkenberg
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The Development of an Asphalt-Aggregate Mixture Analysis System [34] 278-291 (1989)

James A. Scherocman, H. L. Von Quintus

Evaluation of Low Temperature and Permanent Deformation Characteristics of Some Engineered Asphalts 
[34] 292-311 (1989)

Kenneth O. Anderson, S. R. Hussain, K. G. Jardine

Paving Asphalts Modified with Polychloroprene and Ethyl Vinyl Acetate [34] 312-323 (1989)

D. A. Scott

Spatial Design of Optimal Asphalt Mixes [34] 324-341 (1989)

Z.  Ramljak, John J. Emery

Development of Standard CAN/CGSB-16.3-M Asphalt Cement for Road Purposes [34] 342-381 (1989)

Imants  Deme, Dave P. Palsat

PVN as a Measure of Paving Asphalt Temperature Susceptibility and its Relationship to Paving Asphalt 
Specifications, Mixture Design and Pavement Performance [34] 382-452 (1989)

N. W. McLeod
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1988
1986 Canadian Asphalt Mix Exchange [33] 2-25 (1988)

Frank A. Gervais, Gerald J. Lee, J. G. English

Asphalt Properties and Compaction Effects on Pavement Performance [33] 26-41 (1988)

Nabil I. Kamel, Laverne J. Miller

Reduction of Low Temperature Cracking in Asphalt Pavement Through the Use of Large Stone Mixtures 
[33] 42-55 (1988)

R. L. Davis

Cracking Mechanisms of Asphalt Concrete Pavements at Low Service Temperatures [33] 56-75 (1988)

Reynaldo  Roque, Byron E. Ruth

Attacking the Problem of Segregated Hot Mix Pavements [33] 76-85 (1988)

P.  Korgemagi, D. F. Lynch

The Variability of Plate and Cored Samples of Hot Mix Pavement Taken Within Two Metres [33] 86-103 
(1988)

R. C. Evers, P.  Korgemagi, D. F. Lynch

Reflections about the Influence of Gradation on Resistances to Deformation to Reduce Rutting in Flexible 
Pavements [33] 104-119 (1988)

M.  Geller

Saskatchewan Pavement Cooling Charts: Development of a Tool to Control Paving Operations in Marginal 
Weather [33] 120-153 (1988)

S. M. White, G. H. Heiman, Gerald A. Huber, R.  Besant, Art T. Bergan

Effect of Coal Contaminated Aggregate on Asphaltic Concrete Pavement Performance [33] 154-177 (1988)

V. A. Diyaljee

A Procedure for the Design of the Bitumen in Hot Recycled Asphalt Concrete [33] 178-197 (1988)

G.  Stamatinos

Low Temperature Benefits of Polymer Modified Asphalts [33] 198-217 (1988)

G. N. King, H. W. King, O.  Harders, Pierre  Chaverot

A Study of Low Temperature Transverse Cracking in Alberta [33] 218-235 (1988)

Dave P. Palsat

An Evaluation of the Influence of the Binder on Permanent Deformation of Asphalt Concrete [33] 236-257 
(1988)

Chuck T. McMillan, Kenneth O. Anderson

What Happened to Calgary's Asphalt Overlays? [33] 258-275 (1988)

C. E. Rodier, R. B. Kitchen

Page 69 of 118



CTAA Paper Index By Year
Evaluation of Hot Recycled Asphalt Mixtures Containing Large Amounts of R.A.P. for use as Surface 
Mixtures [33] 276-301 (1988)

A. S. Noureldin, L. E. Wood

Dynamic Material Behaviour: A Case Study [33] 302-315 (1988)

T.  Papagianakis, W. A. Phang, Ralph C. G. Haas, J. H.F. Woodrooffe

Cost-effective Pavement Construction using Geogrids, Geotextiles and Deep Strength Asphalt [33] 316-329 
(1988)

P. D. Anderson, M.  Killeavy

Mix Design - The Key to Successful Pavement Recycling [33] 330-355 (1988)

W. D. Robertson, B. B. Adams

Failure of a Full Depth Asphalt Concrete Pavement on Expansive Clay Subgrade [33] 356-373 (1988)

E. A. Wilson

Asphalt Chemical Components and Physical Properties are Related Mathematically [33] 374-385 (1988)

T. E. Mullins, M. D. Shorland

Establishing cost-effective Rehabilitation Strategies for PEI Highway Pavements [33] 386-405 (1988)

Ralph C. G. Haas, M.  Bailey, L.  Bell, T.  Walker

Page 70 of 118



CTAA Paper Index By Year

1987
Asphalt Pavement Recycling and Rejuvenation (from 1986 Proceedings) [32] 2-13 (1987)

E. W. Burgin

Use of Friction Course Mixes in Ontario [32] 14-41 (1987)

Kai K. Tam, D. F. Lynch

Performance of High Ratio Recycled Pavements in Northern Ontario [32] 42-73 (1987)

R. F. McLuckie, P.  Korgemagi, H. C. Villneff

Non-Destructive Dynamic Deflection Testing and Pavement Layer Analysis - A Cost Effective Approach to 
Pavement Rehabilitation [32] 74-91 (1987)

P. D. Anderson

Modified Asphalts - Are You Really Coming? [32] 92-117 (1987)

Ludo  Zanzotto, D. D. Foley, C. E. Rodier, R. D. Watson

Structural Behavior of Pavements using NDT Methods [32] 118-131 (1987)

K.  Badu-Tweneboah, Byron E. Ruth, W. G. Miley

A Mechanistic Evaluation of Carbon Black Modified Mixtures [32] 132-151 (1987)

N. Paul  Khosla, S. Z. Zahran

Rutting of Asphalt Pavements in Saskatchewan: Mix Design Evaluation [32] 152-177 (1987)

Gerald A. Huber, G. H. Heiman

Hot-Mix Asphalt Trackbeds - The U.S. Experience [32] 178-203 (1987)

J. G. Rose

Hot-Mix Recycling of Asphaltic Concrete Pavements in the Province of New Brunswick [32] 204-223 (1987)

H. B. Flemming

The Cost Effectiveness of Asphalt Additives [32] 224-253 (1987)

H. R. Miller, James A. Scherocman, J. S. Perz

Ste. Anne Test Road Revisited Twenty Years Later [32] 254-283 (1987)

Imants  Deme, F. D. Young

Potential Pavement Deformation Identification by Marshall and HVEEM Design Criteria [32] 284-307 (1987)

B.  Varady, W. J. Pijl

Asphaltic Concrete Pavement over Waterproof Membranes on Concrete Bridge Decks [32] 308-325 (1987)

S.  Franko

Practical Experience with High Ratio Hot Mix Recycling [32] 326-339 (1987)

J. F. Earl, John J. Emery

Rutting in the Urban Context and its Mitigation [32] 340-351 (1987)

John J. Emery, T. H. Johnston
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The Design of Dense Graded Asphalt Concrete Pavements [32] 352-404 (1987)

N. W. McLeod
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1986
An Evaluation of a High Production Integral Spray Patcher [31] 2-15 (1986)

R.  Rollings, D. F. Lynch, P.  Korgemagi

Recent Developments in Asphalt Recycling [31] 16-29 (1986)

J. A. Crim

Chip Sealing in the Province of New Brunswick [31] 30-45 (1986)

J. E. Miller

Segregation of Asphalt Mixtures: Causes, Identification and Cures [31] 46-71 (1986)

R. B. McGennis, T. W. Kennedy

Asphalt Pavement Recycling and Asphalt Rejuvenation [31] 72-81 (1986)

E. W. Burgin

Compatibility - The Key to Modified Asphalt Performance [31] 82-95 (1986)

L. E. Moran

Factors Affecting the Cracking of Asphalt Concrete Pavements [31] 96-109 (1986)

Byron E. Ruth, Mang  Tia, K.  Badu-Tweneboah

Implications on Non-Uniform Subgrade Support on Pavement Performance [31] 110-131 (1986)

P. D. Anderson

Asphalt Overlay on the Granville Bridge [31] 132-139 (1986)

P.  Koubsky

Evaluation of Asphalt Pavement Materials for Urban and Rural Cold Recycling [31] 140-155 (1986)

H.  Castedo, L. E. Wood, V. L. Anderson

Development of a Method to Evaluate the Low Temperature Tensile Properties of Asphalt Concrete [31] 
156-189 (1986)

Kenneth O. Anderson, S. C. Leung, S. C. Poon, K.  Hadipour

Characteristics of Recycled Mixtures as Affected by Emulsified Modifiers [31] 190-205 (1986)

N. Paul  Khosla

Performance of Bituminous Surface Treatments in Northern Canada [31] 206-229 (1986)

D. R. MacLeod, W. P. Hidinger, R. A. Lidgren

Coal - The Fuel for Aggregate Drying [31] 230-245 (1986)

D. P. Brashears

Influence du Chauffage en Laboratoire sur les Propriétés d'un Melange Bitumineux [31] 246-269 (1986)

Jean-Claude  Moreux, Richard  Langlois, A.  Dion

Stabilization of Sandy Gravels using an Asphalt Emulsion and Lignosulfonate as a Binder [31] 270-285 (1986)

L.  Mazuch, D. R. Haughton, O. R. Tisot
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Density Results of Soils on the Run [31] 286-301 (1986)

H.  Withrow

Physical Properties of Asphalt Cements used in Quebec from 1979 to 1986 [31] 302-319 (1986)

J.  Boudreault

Traps for Contractors in Statistical Specifications in Asphalt Technology [31] 320-339 (1986)

R. L. Dunning
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1985
Discussion on the PaperSynergetic Effect of Stiffness and Viscosity on the Temperature Susceptibility of 
Paving Asphalts [30] 2-11 (1985)

N. W. McLeod

Micronized Coal - The Drying Fuel of the Future [30] 12-19 (1985)

F. E. Wittig

1984 Canadian Asphalt Mix Exchange [30] 20-41 (1985)

Gerald J. Lee, P. J. Arseneault, Frank A. Gervais

Utilization of Processed Residues for the Production of Road Asphalt Cements [30] 42-59 (1985)

M. A. Poirier, H.  Sawatzky

Factors which Produce Flushed Pavement [30] 60-75 (1985)

P.  Korgemagi

Properties Modified Asphalt-Aggregate Mixtures Involving a Metal Complex Catalyst [30] 76-101 (1985)

T. W. Kennedy, J.  Moulthrop

Prevention of Moisture Damage in Asphalt Concrete Pavement [30] 102-121 (1985)

James A. Scherocman, J. J. Proctor, W. J. Morris

Road Rehabilitation in Nova Scotia [30] 122-147 (1985)

Frank A. Gervais, P. J. Arseneault, Gerald J. Lee

Alberta's Experience in Asphalt Recycling [30] 148-167 (1985)

Chuck T. McMillan, Dave P. Palsat

The History of Milling Asphaltic Pavements in Saskatchewan [30] 168-179 (1985)

T. Z. Gutek

Computer Modeling in the Design Stage of Recycled Hot Mix Projects [30] 180-205 (1985)

R. F. McLuckie, R.  Bruneau, P.  Korgemagi, D. F. Lynch

Effect of the Test Method for Characterization of Asphaltic Mixtures on the Prediction of Pavement 
Performance [30] 206-231 (1985)

N. Paul  Khosla

Possible Failure Mode for Problem Full-Depth Pavements [30] 232-259 (1985)

S. L. Plewes, Ken A. Millions

Hot Mix Recycling of Asphalt Pavement [30] 260-281 (1985)

B. R. Lackey

Using the Freezing Index for the Optimum Selection of Paving Asphalts with Different Temperature 
Susceptibilities for any Pavement Site [30] 282-327 (1985)

N. W. McLeod
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Progress Report Surface Overlay Test Sections Calgary [30] 328-345 (1985)

C. E. Rodier, W. R. Sample

Styrene/Butadiene Latex Modified Asphalt [30] 346-353 (1985)

R. B. Moore

Preliminary Evaluation of Heavy Crudes from Lloydminster Area as a Base for Asphalt Production [30] 354-
379 (1985)

Ludo  Zanzotto, A. J. Faber, D. D. Foley

Glasgrid Pavement Reinforcement [30] 380-394 (1985)

R.  Shoesmith, John J. Emery
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1984
1983 Canadian Asphalt Mix Exchange [29] 2-29 (1984)

Gerald J. Lee, P. J. Arseneault, Frank A. Gervais

Use of Antistripping Additives in Pavement Patching Mixes [29] 30-44 (1984)

M. S. Mamlouk

Major Issues and Research Needs in the Asphalt Pavement Area [29] 45-60 (1984)

Ralph C. G. Haas

Obtaining Axle-Load Data for Pavement Management [29] 61-74 (1984)

T.  Papagianakis, Art T. Bergan

Etude d'Adhesivité a l'Essai Vialit [29] 75-97 (1984)

J.  Boudreault

The Impact of Vibratory Compaction on Asphalt Pavements [29] 98-101 (1984)

J.  Cechetini

Durability Characteristic of Foamed Asphalt Mixtures [29] 102-122 (1984)

H.  Castedo, C.  Beaudoin, L. E. Wood, A.  Altschaeffl

Use of Open-Graded Emulsified Asphalt Pavements by Federal Highway Administration Western Direct 
Federal Division [29] 123-135 (1984)

E.  Richardson

Use of Polymer Geogrids in Asphalt Pavement Spot Repairs [29] 136-149 (1984)

F. R.P. Meyer, Gerhard  Kennepohl, Ralph C. G. Haas

Bulk Commodity Haul on Asphalt Concrete Pavements [29] 150-190 (1984)

D. R. MacLeod, G. H. Heiman, D.  Hurd

Five Year's with Rubber Asphalt Seals [29] 191-201 (1984)

J. L. M. Scott

The Myth of Reflection Cracking [29] 202-214 (1984)

Abd El Halim Omar  Abd El Halim

Road Surface Characteristics Interaction and Optimization [29] 215-233 (1984)

N.  Clark

Synergetic Effect on Stiffness and Viscosity on the Temperature Susceptibility of Paving Asphalts [29] 234-
249 (1984)

H. F. Chung

Rehabilitation of Asphalt Pavements on Airports in the Canadian Western Region [29] 250-270 (1984)

Kenneth O. Anderson, H.  Heimark, E.  Schultz
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Asphalt Technology in Pavements [29] 271-295 (1984)

H.  Withrow, R.  Israel

Steel Slag Utilization in Asphalt Mixes [29] 296-305 (1984)

John J. Emery

OHMPA Asphaltic Concrete in Railway Roadbeds Committee - Summary Notes [29] 306-309 (1984)

John J. Emery
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1983
Engineers Can Make Paving Asphalt Temperature Susceptibility Work For Or Against Them [28] 1-38 (1983)

N. W. McLeod

Development of Aqua Black TM (Coal Water Slurry) for Hot Mix Asphalt Plants & Other Fuel Intensive 
Industries [28] 39-53 (1983)

R. J. Champion

A New Process and Apparatus for Making Asphalt Concrete [28] 54-65 (1983)

P. E. Bracegirdle

Relationships between Rheology of Air-Blown Asphalt & Thermal Cracking of Asphalt Concrete [28] 66-78 
(1983)

R. W. Culley

Surface Penetration Test for Viscosity Measurement [28] 79-94 (1983)

N. Paul  Khosla

Nouvelle Methode de Determination de la Teneur en Bitume dans les Melanges Bitumineux [28] 95-121 
(1983)

Jean-Claude  Moreux, Richard  Langlois

Système d'Assurance de la Quality des Bitumes au Quebec [28] 122-138 (1983)

B.  Couillard, Rene  Robitaille, P.  Zaikoff

Performance des Membranes d'Etancheite Utilisées au Quebec et Evaluation en Laboratoire de la Qualité 
des Membranes d'Impermeabilisation [28] 139-163 (1983)

D.  Vezina

The Use of Cold-Mixed Cold-Laid Open-Graded Pavement to Minimize Transverse Cracking [28] 164-187 
(1983)

W. H. McDonald, D. F. Lynch, J. A. Cooper

La Réflexion des Fissures dans les Revêtements Bitumineux au Quebec [28] 188-212 (1983)

Richard  Langlois, G.  Desrosiers

Evaluation of Recycled Bituminous Pavement as Recycled Bituminous Treated Base [28] 213-248 (1983)

F.  Field, R. D. Gunter

Viscoelastic Behavior of Cold Recycled Pavement Materials [28] 249-259 (1983)

M. S. Mamlouk, N. F. Ayoub

Etude Comparative de Bitumes Provenant de Sources Diverses [28] 260-281 (1983)

L. P. Blanchard, M. A. Maachar

Analysis of Truck Weight Data for Optimizing Pavement Design and Performance [28] 282-297 (1983)

Art T. Bergan, T.  Papagianakis
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Evaluation of Relative Pavement Damages [28] 298-311 (1983)

F.  Hsia, J.  Padgett

Sealing Cracks in Asphaltic Concrete Pavements [28] 312-338 (1983)

R. C. Evers, D. F. Lynch

Modern Asphalt Compaction in Western Europe [28] 339-375 (1983)

H. W. Henrich

Latex Modified Asphalt for Hot Mix and Surface Treatment [28] 376-384 (1983)

D.  Koch
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1982
Ontario Flexible Pavement Distress Assessment for use in Pavement Management [27] 1-21 (1982)

W. A. Phang, G. J. Chong

Rubber Asphalt - An Alternative Crack Sealant [27] 22-34 (1982)

Abdul  Qayyum

Rational Analysis of Bituminous Mixture Behavior during Marshall Test [27] 35-50 (1982)

M. S. Mamlouk, G. D. Manolis

Variability of Hot Recycled Asphalt Concrete Properties [27] 51-62 (1982)

E. Ray  Brown, L. N. Godwin

Characterizing Recycled Mixtures for Design [27] 63-84 (1982)

T. W. Kennedy, F. L. Roberts, R. B. McGennis

Cohesion: Critère d'Appréciation des Liants pour Enduits [27] 85-97 (1982)

J.  Marvillet

Traitement de Surface Solution aux Coûts Croissants d'Entretien [27] 98-108 (1982)

R.  Roy, P.  Mercier

Railway Roadbeds with Asphalt Mix: Experience on theDirettisima" Firenze-Roma [27] 109-126 (1982)

F.  Boudeweel

Temperature Susceptibility Characterization of Asphalts [27] 127-155 (1982)

W. D. Robertson

Resilient Moduli of Flexible Pavement Components [27] 156-180 (1982)

John J. Emery

Contractor's Workshop -Questions List [27] 181-187 (1982)

Earl  Kee

Recycling of Asphalt Pavements in Alberta [27] 188-206 (1982)

Kenneth O. Anderson, Dave P. Palsat

Construction of a Recycled Bituminous Pavement using Foamed Asphalt [27] 207-233 (1982)

L. E. Wood, A.  Van Wijk

Productivity:Producing Profits for the '80s [27] 234-254 (1982)

D.  Brock, M. K. Uchytil

Use of Cold Mill Planer for Asphalt Pavement Maintenance [27] 255-258 (1982)

G. A. Trainor, T. M. Campbell

Application of Moisture Susceptibility Tests of Asphalt Mixtures to Design [27] 259-288 (1982)

F. L. Roberts, T. W. Kennedy
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Developing a Bituminous Laboratory Certification Program in Ontario [27] 289-297 (1982)

John J. Emery

Standards and Certification Listing Programs for Asphaltic Road Materials [27] 298-309 (1982)

H. C. Rowsell

Effect of Construction Practices on the Asphalt Properties in the Mix [27] 310-334 (1982)

W. J. Kari
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1981
Asphalt Emulsions an Alternate Asphalt Pavement [26] 2-19 (1981)

D. C. Fink

The First twenty-five Years Quality. The Future? [26] 20-23 (1981)

F. E. Wittig

Functional Asphalt Properties and Specifications [26] 24-35 (1981)

J. T. Corkill, O.  Kopvillem

Report on the 1980 Canadian Asphalt and Mix Exchange Programs [26] 36-59 (1981)

V. P. Drul, T. A. Williams

Verglimit/Asphalt Concrete Performance Analysis [26] 60-69 (1981)

W. J. Dohaney

Ontario's Experience with Hot-Mix Recycling in 1980 [26] 70-83 (1981)

D. F. Lynch, R. C. Evers

Chemical Aspects of Asphalt Pavement Rejuvenation [26] 84-97 (1981)

Elaine A. Thompson

Asphalt Supply/Demand in the 1980'S [26] 98-105 (1981)

R. F. Roblin

Drum Mix Recycling a Young and Changing Technology [26] 106-111 (1981)

J. B. Niesz

The Economy of Recycling-Contractors Viewpoint [26] 112-121 (1981)

D. E. Budd

Hot Mix Recycling Demonstrated Economics [26] 122-145 (1981)

G. A. Wrong, R. E. Oliver

Planage a Froid et Recyclage en usine Conventionnelle - L'Autoroute du Vallon [26] 146-159 (1981)

J. G. Paquin, G.  Nolin

Analysis of Laboratory Test Results of Asphalt Stabilized Bases [26] 160-175 (1981)

M. S. Mamlouk, L. E. Wood, A. A. Gadallah

Non-Woven Fabrics in Pavement Overlays [26] 176-183 (1981)

G. L. Baker

A Comparison of Performance Characteristics of Asphalt Emulsions [26] 184-203 (1981)

N. Paul  Khosla, L. F. Ostermeyer

Utilisation du Schiste et des Materiaux Schisteux dans Construction Routière [26] 204-249 (1981)

J.  Hode-Keyser
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N.H.B. Freight Terminal [26] 250-259 (1981)

R. G. Mack

Performance of Sulfur-Extended Asphalt Pavement Test Sections [26] 260-275 (1981)

F. E. Martens

Cold Planing and Recycling - An Economical Pavement Maintenance Technology [26] 276-287 (1981)

James A. Scherocman, P. A. Barber

A Rational Basis for Specifications for Paving Asphalts [26] 288-321 (1981)

N. W. McLeod

Discussion: Dr. N. W. McLeod's Paper [26] 322-345 (1981)

F. D. Young

Case Illustration of long-term Pavement Management and Update [26] 346-373 (1981)

W. K. Smeaton, M. A. Karan, C.  Bauman, G. A. Thompson

Automated High Speed Non-Contact Measurements - Transverse Profile - Asphalt Rehab Calculations [26] 
374-385 (1981)

Ralph C. G. Haas, F. R.P. Meyer, C.  Coley, S.  McKenna

A Technical Review of Sulfur-Asphalt Technology [26] 386-417 (1981)

Laverne J. Miller, W. W. Crawford
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1980
History of the Association [25] 2-8 (1980)

S. J. Cunliffe

1979 Contractors' Workshop, Chairmans Summary of Discussions [25] 10-12 (1980)

Cece B. Dawley

Assurance de la Qualité des Essais sur les Melanges Bitumineux de Quebec (Presented at 1979 Contractors' 
Workshop) [25] 14-39 (1980)

P.  Zaikoff, A.  Bouchard, Richard  Langlois

Quality Control As It Affects the Contractor (Presented at 1979 Contractors' Workshop) [25] 40-46 (1980)

D. E. Budd

The Quality Control Function - State of the Art, Problems, Responsibilities (Presented at 1979 Contractors' 
Workshop) [25] 48-53 (1980)

H. A. Eley

Report on 1978 Canadian Mix Exchange (presented at 1979 Contractors' Workshop) [25] 54-71 (1980)

Ken A. Millions

The Role of CSA in Qualifications of Testing Laboratories and Standardization of Testing Procedures 
(Presented at 1979 Contractors' Workshop) [25] 72-79 (1980)

P. E. Kent

High Float Emulsified Asphalts: Its Properties and Applications [25] 80-107 (1980)

T.  Sutandar, Peter  Perrone

Evaluation of Open Graded Pavement for Forest Roads [25] 108-125 (1980)

F.  Hsia, J.  Padgett

Utilization des Nucleodensimètres au Quebec [25] 126-141 (1980)

Rene  Robitaille, Robert  Leblanc, Jean-Paul  Higgins

Environmental Aspects of Paving with Sulphur Asphalt [25] 142-165 (1980)

J. A. Taylor, Gerhard  Kennepohl

Selection of Aggregate Components by Computer For Optimum Mix Design [25] 166-191 (1980)

Laverne J. Miller, D. C. Bean

Practical Daily Use of Recycled Asphalt (R.A.P.) in a Commercial Batch Plant [25] 192-207 (1980)

L. M. Halliday, M.  Nasirrudin

The Use of Vibratory Rollers with Rubber Coated Drums on Surface Treatment [25] 208-223 (1980)

L.  Forssblad, E. G. Sturesson

Barging of Aggregates on the West Coast [25] 224-229 (1980)

R. B. Diamond
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Vancouver's Asphalt Maintenance System [25] 230-245 (1980)

J. W. McLewin, D. H. Rudberg

Development & Preliminary Application of a Simple Lab Test to Indicate the Susceptibility of Asphalt-
Aggregate Briquets to Repeated Freeze-Thaw Cycles [25] 246-263 (1980)

H.  Plancher, G.  Miyake, R. C. Venable, J. C. Petersen

The Use of Slurry Seal Surface Treatments on Highways [25] 264-275 (1980)

W. W. Crawford

Performance of Bituminous Friction Course Sections at Lindsay [25] 276-305 (1980)

Nabil I. Kamel, J. T. Corkill, G. R. Musgrove

Route Quebec-Chicoutimi, Bilan Des Techniques De Reflection [25] 306-321 (1980)

P.  DeMontigny

Fatigue Properties of Sulphur Asphalt Concrete [25] 322-353 (1980)

Art T. Bergan, A. F. Soderberg, L. G. Watson

Sulphur Costs and Supply and Their Impact on the Economy of Sulphur Asphalt Binder [25] 354-379 (1980)

L.  Mazuch

Resistance a la Fissuration Des 620 km de Route Dans Le Nord Quebecois [25] 380-417 (1980)

J.  Hode-Keyser, Philippe  Beraud

Case Studies of a Permanent Deformation Subsystem for Full-Depth Asphalt Concrete Pavements [25] 418-
431 (1980)

J.  Uzan, J. T. Christison, Kenneth O. Anderson

Effect of Oxidation on Chemical Composition and Physical Properties of some B.C. Asphalts [25] 432-449 
(1980)

D. P. Santowski, Russell J. Raine, L.  Mazuch

Asphalt Pavement Milling - A New Option [25] 450-462 (1980)

W. G. Arnold
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1979
Field Trials With Sand-Sulphur Asphalt Maintenance Mixes [24] 2-13 (1979)

R. W. Culley

In-Place Recycling of Asphalt Concrete Pavement in Saskatchewan Using the Bomac MPH-100 Stabilizer 
[24] 14-39 (1979)

Neil  Richardson

Use of Rubber Asphalt Binder With Graded Aggregate for Seal Coats [24] 40-77 (1979)

J. L. M. Scott

The Influence of Certain Factors on the Properties of a Cold Mix Recycled Asphalt Paving Mixture [24] 78-
99 (1979)

Mang  Tia, L. E. Wood, D. E. Hancher

Ice-Free Pavement - Evaluation of a Verglimit as a De-Icing Agent [24] 100-109 (1979)

W. J. Dohaney, J. D. Innes

Pavement Recycling - Wisconsin's First [24] 110-123 (1979)

R.  Eckrose, R. E. Root

Controlling Air Pollution While Recycling Asphalt Pavements Through a Drum Mix Plant [24] 124-133 (1979)

James A. Scherocman, L. V. Binz

Le Point de la Technique Sécheur Malaxeur en France [24] 134-147 (1979)

R.  Baroux, P.  Wauquier

Liants Bitume-Polymère pour Enduits Superficiels [24] 148-165 (1979)

J.  Marvillet, A.  Verschave

La Perméabilité Critère de Conception et de Controle des Melanges Bitumineux [24] 166-195 (1979)

P.  Gilbert

Low Temperature Rheology of Asphalt Mixtures [24] 196-235 (1979)

Byron E. Ruth, H. E. Schweyer, C. F. Potts

A New System for Collecting Pavement Management Data [24] 236-253 (1979)

D.  Kobi, Ralph C. G. Haas, M. A. Karan, F. R.P. Meyer

Rheological and Chemical Properties of Sulphur Treated Asphalts [24] 254-277 (1979)

Y. A. Al-Farkh, N. R. El-Rayyes, F. H. Al-Hajjar, K. A. Al-Zaid

Asphalt Pavement Recycling - A Managerial Perspective [24] 278-295 (1979)

R. W. Smith

Etude Comparative de l'Oxidation du Bitume Lors de son Malaxage dans les Bétons Bitumineux [24] 296-
333 (1979)

A. N. Bendjo, L. P. Blanchard, S. L. Malhotra
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Deformation of Asphalt Wearing Courses [24] 334-361 (1979)

T. R. J. Fabb, J. V. Heyes

Penetration Characteristics of Asphalt in a Recycled Mixture [24] 362-367 (1979)

L. J. Zearley

Recyclage des Vieux Revêtments en Béton Bitumineux en Usine Centrale [24] 368-393 (1979)

P. A. Plourde

Page 88 of 118



CTAA Paper Index By Year

1978
The New Shell Method for Asphalt Pavement and Overlay Design [23] 2-43 (1978)

R. C. Koole, W.  Visser

A Field Investigation of Load Equivalency Factors for Various Wheel and Axle Configurations [23] 44-77 
(1978)

J. T. Christison, B. P. Shields

The Effects of Baghouse Fines on Asphalt Mixtures [23] 78-125 (1978)

J. H. Hick, J. F. Shook

Management of Construction Procedures for Asphalt Compaction [23] 126-157 (1978)

E. S. Lokshine, Ralph C. G. Haas, F. R.P. Meyer, A.  Cheetham

Saskatchewan Highways and Transportation Pavement Test Track [23] 158-165 (1978)

H. A. Eley

Influence de la Forme des Particules du Gros Agregat sur les Propriétés des Materiaux Routiers [23] 166-
203 (1978)

J.  Hode-Keyser, G.  Trepanier

Voids in the Mineral Aggregate Test Methods and Specification Criteria [23] 204-231 (1978)

F.  Field

A Study of Modern Vibratory Asphalt Compaction and Its Benefits (Update) [23] 232-253 (1978)

R. H. Cowden

Contractors' Workshop - Pros and Cons of End Result Specifications - Chairman's Introduction [23] 254-257 
(1978)

J.  Hode-Keyser

End Result Specification [23] 258-261 (1978)

P.  Yurkiw

Reflexions sur le Système d'Assurance de la Qualité des Bétons Bitumineux [23] 262-295 (1978)

R.  Doucet, P.  Zaikoff, V.  Caron

Quebec's New Quality Acceptance Criteria for Bituminous Concrete [23] 296-331 (1978)

R.  Doucet, P.  Zaikoff, V.  Caron

Comments on the Quebec Ministry of Transportation End Result Specification System [23] 332-355 (1978)

C.  Wagner

Memoire de l'Association des Constructeurs de Routes et Grands Travaux du Quebec sur le Système de 
Norm Applicable au Produit Fini [23] 356-385 (1978)

C.  Wagner
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Pros and Cons of End Result Specifications (Comments) [23] 386-389 (1978)

Cece B. Dawley

Contractors' Workshop -Chairman's Summary of Discussions [23] 390-393 (1978)

J.  Hode-Keyser

Engineering Properties of Asphalt Emulsion Residue [23] 394-421 (1978)

J.  Hardin, S. D. Ban

Quality Control of Asphalt Mixes and Pavement for Municipalities [23] 422-433 (1978)

John J. Emery

Reflection Cracking and Control Methods [23] 434-443 (1978)

J. E. Huffman

Design Evaluation of the Third River Road Stabilized Sand Test Sections [23] 444-469 (1978)

Eugene L. Skok, B. K. Miller

Asphalt Pavement Skid Resistance Prediction Models [23] 470-489 (1978)

B. S. Heaton, Nabil I. Kamel, John J. Emery, M. A. Lee

Soaked Pavements (the Water Tanks) - Reasons for NOT Using Unbound Aggregates as Pavement Courses 
[23] 490-499 (1978)

F. A. Rodriguez

Computer Assisted Design of Asphalt Paving Mixtures [23] 500-533 (1978)

W. D. Robertson, P. A.C. Smith

Test Data From Three Ontario Test Roads After 15 Years of Service [23] 534-593 (1978)

N. W. McLeod

Test Data From Three Ontario Test Roads After 15 Years of Service (Discussion) [23] 594-599 (1978)

W. D. Robertson

Test Data From Three Ontario Test Roads After 15 Years of Service (Reply) [23] 600-610 (1978)

N. W. McLeod
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1977
A Coordinated Design Procedure for Fatigue, Rutting and Low Temperature Cracking in Asphaltic 
Pavements [22] 5-20 (1977)

F. R.P. Meyer, A.  Cheetham, Ralph C. G. Haas

Design of Asphalt Pavements for Safe Vehicle Operation [22] 21-44 (1977)

P. J. Cooper, G. A. Evans, M. R. Schulmeister

In-Place Recycling/Reconstruction of Flexible Pavements [22] 45-64 (1977)

D. E. Myers

Hot Recycling of Asphalt Pavements, 1977 [22] 65-78 (1977)

J. F. Denton

Emulsified Asphalt Open and Dense Graded Pavement [22] 79-90 (1977)

A.  Parent

Construction and Performance of Cold Mix Placed by the Midland Mix Paver [22] 91-108 (1977)

J. T. Corkill

Improved Methods for Characterizing Asphalt Concrete [22] 109-128 (1977)

M. A. Lee, John J. Emery

Cold Road Planing [22] 129-134 (1977)

L.  Tompkins

Sulphur Asphalts - A Review [22] 135-146 (1977)

W. J. Rennie

Marshall Stiffness Characterization of Asphalt Emulsion Treated Mixtures [22] 147-162 (1977)

A. A. Gadallah, L. E. Wood, Eldon J. Yoder

The Other 95 Percent [22] 163-186 (1977)

Z. L. Katona

Canada Visits Arabia Al Ain-Sohar Road Project [22] 193-202 (1977)

G. J. Eiwanger

Evaluation of Anti-Stripping Additives for Asphaltic Concrete Mixes Effectiveness and Recommended Usage 
[22] 203-218 (1977)

F.  Field

R.T.A.C. Pavement Management Guide [22] 219-234 (1977)

B.  Kathol

Hot Mix Quality Control at the Plant and the Road [22] 235-242 (1977)

P.  Yurkiw
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Quality Control - An Owner Representative's View [22] 243-244 (1977)

G. Y. Sebastyan

Quality Control - Contractors Viewpoint [22] 245-248 (1977)

F. E. Wittig

Moderator's Summary Contractors' Workshop [22] 249-251 (1977)

T. E. Kee

Asphalts for Built-Up Roofing [22] 187-192 (1977)

N. G. Bean
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1976
Seal Coating in Nova Scotia [21] 5-14 (1976)

Frank A. Gervais

The Grocery Store Plant (Update) [21] 15-22 (1976)

T. E. Kee

Skid Resistance in the Urban Context [21] 23-36 (1976)

E.  Krakowski, John J. Emery, R.  Palombella

One Year Evaluation of a New Automatic Highway Scale [21] 37-58 (1976)

Art T. Bergan, G. J. Dyck, G. A. Sparks

Recycling Asphalt Concrete Pavements [21] 59-60 (1976)

S.  Beckett

Asphalt Content Determination Techniques on Conventional and Dryer Drum Mixed Asphaltic Concrete 
[21] 61-80 (1976)

C. R. Farr, Ken A. Millions, Kenneth O. Anderson

Contractors' Workshop - Pollution Controls and Environmental Effect on the Asphalt Industry [21] 81-104 
(1976)

D.  Bird

The Underused Resource [21] 105-110 (1976)

M.  Portigal, F. E. Pronk, R. M. Hardy

Terminology and Testing Emulsified Asphalts [21] 111-142 (1976)

T.  Zyla, John  Ferguson

Influence of Tolerances from the Job-Mix Formula on the Properties of Paving Mixtures [21] 143-192 (1976)

N. W. McLeod

A Laboratory and Field Evaluation of Air-Blown, Low-Viscosity Waxy Asphalts from Western Canada Crudes 
[21] 193-224 (1976)

W. J. Gaw, R. A. Burgess, F. D. Young, H. J. Fromm

A Simplified Method of Fatigue Analysis [21] 225-248 (1976)

Art T. Bergan, Bert C. Pulles, M. D. Haug, J. M. Lal

Vibratory Compaction of Asphalts is Not Always Easy [21] 249-268 (1976)

E. R. McKillen

Asphalt Pavement with Concrete Base [21] 269-282 (1976)

J. D. George

Friction Course [21] 283-305 (1976)

G. S. Triplett, T. D. White
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1975
Construction of Seventeen Test Sections of Special Bituminous Mixes [20] 5-32 (1975)

J. T. Corkill

Development of An Automatic Highway Scale [20] 33-62 (1975)

Art T. Bergan, G. A. Sparks, G. J. Dyck

Skid Resistance Laboratory Procedures and Equipment at North Carolina State University [20] 63-78 (1975)

W. G. Mullen

Maximizing Asphalt Pavement Quality [20] 79-112 (1975)

W. K. Parr, C. C. Burton

Emulsified Asphalts in Paving and Maintenance [20] 113-134 (1975)

J. E. Huffman

Sulphur Modified Asphaltic Concrete [20] 135-194 (1975)

F. E. Pronk, A. F. Soderberg, R. T. Frizzell

Sulphur Foam: Sudic Chevron Field Test for Frost Heave Prevention [20] 195-210 (1975)

R. W. Campbell, G. L. Woo, E. P. Antoniades, J. W. Ankers

Drum Mixing of Asphaltic Concrete [20] 211-217 (1975)

R.  Murfitt

Hot Mix Storage [20] 218-219 (1975)

R. S. French

Transportation of Hot Mix Asphalt [20] 219-233 (1975)

H.  McPherson

Compaction par Vibration [20] 234-235 (1975)

L.  Major

Hot Mix Paving [20] 236-250 (1975)

R. B. Diamond

The Case for Upgrading Asphalt Cements by Penetration at 77 Degrees F (25 Degrees C) [20] 251-302 (1975)

N. W. McLeod

Component Analysis of Bitumens [20] 303-326 (1975)

L. P. Blanchard, H. H. Kiet, L. D. Luu, S. L. Malhotra

Low Temperature Performance of Composite Asphaltic Concrete Pavements [20] 327-350 (1975)

Imants  Deme, F. D. Young, R. W. Culley

Locating Mineral Aggregates - An Elusive Resource [20] 351-360 (1975)

J. F. Gartner
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Effects of Drum Mixers on the Properties of Asphaltic Cold Mixes [20] 361-388 (1975)

J. L. M. Scott

Rheological Changes of Asphalt Cements in Service in Alberta [20] 389-410 (1975)

Kenneth O. Anderson, B. P. Shields

The Urban Car - A Hybrid Vehicle [20] 411-427 (1975)

A.  O'Donahue
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1974
Use of Air-Blown Asphalt Cements to Reduce Thermal Cracking [19] 5-21 (1974)

M. F. Clark, R. W. Culley

Use of Air-Blown Asphalt Cements to Reduce Thermal Cracking (Discussion) [19] 22-22 (1974)

N. W. McLeod

Use of Air-Blown Asphalt Cements to Reduce Thermal Cracking (Closure) [19] 23-24 (1974)

M. F. Clark, R. W. Culley

Asphalt Specifications for British Columbia Highways [19] 25-41 (1974)

J. F. Meidinger, D. A. Kasianchuk

Asphalt Specifications for British Columbia Highways (Discussion) [19] 42-44 (1974)

N. W. McLeod

Road Performance After Five Years and Laboratory Predictions of Low Temperature Performance [19] 45-
98 (1974)

W. J. Gaw, R. A. Burgess, F. D. Young

A Performance Study of Thin Asphalt Pavements [19] 99-146 (1974)

W. A. Phang, G. J. Chong

Cretaceous Oil Sands of Western Canada [19] 147-170 (1974)

D.  Jardine

Exploitation of the Oil Sands of Alberta [19] 171-186 (1974)

P. M. Dranchuk

Oil from the Oil Sands [19] 187-194 (1974)

A. D. Galbraith

The Future of the Alberta Oil Sands [19] 195-198 (1974)

M. A. Carrigy

The Statistical Approach to Quality Control in Highway Construction as Related to Asphalt Pavement 
Construction [19] 199-228 (1974)

R.  Reich

Pavement Elastic Moduli by the Surface Wave Method Correlated with In-Situ Measurements of Elastic 
Response Under Moving Vehicle Loads [19] 229-252 (1974)

J. T. Christison, B. P. Shields

Characterization of Bituminous Materials for Engineering Analysis of Pavements [19] 253-276 (1974)

T. W. Kennedy, Ralph C. G. Haas

Page 96 of 118



CTAA Paper Index By Year
Influence de la Temperature de Malaxage sur les Propriétés du Bitume et des Melanges Bitumineux [19] 
277-306 (1974)

Richard  Langlois

Permanent Deformation of Asphalt Mixes [19] 307-342 (1974)

P.  Uge, P.  Van de Loo

The Prediction of Rut Depths in Asphalt Pavements [19] 343-376 (1974)

F. R.P. Meyer, Ralph C. G. Haas, E. T. Hignell

A Laboratory Investigation of the Compaction of Dense Graded Asphalt Concrete [19] 377-450 (1974)

N. W. McLeod, J. A. McLean

A Study of the Variations of Compactibility of Bituminous Mixtures Within the Specifications Limits [19] 
451-469 (1974)

J.  Hode-Keyser, L. S. Horng
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1973
Formule Pour Determiner la Tenuer Optimum en Bitume dans un Melange de Béton Bitumineux [18] 5-30 
(1973)

A.  Lelievre, G.  Roberge, Richard  Langlois

Low Temperature Stiffness of Asphalt Binders - Measurements and Predictions [18] 31-58 (1973)

J.  Fenijn

Steel Slag Asphalt Mixes [18] 59-80 (1973)

John J. Emery, R. G. Drysdale, P. S. Nicholson

Mastic Pavement Mix For Protection of P.C. Concrete [18] 81-104 (1973)

J. H. Kietzman, G. E. Hughes

Proposed Method of Test for Measuring Permeability of Bituminous Mixtures [18] 105-124 (1973)

P.  Gilbert

Testing, Inspection and Quality Control - A Help or Hindrance? [18] 125-132 (1973)

D. A. Bender

New Methods of Saving the Surface to Preserve the Base [18] 133-140 (1973)

J. A. Robbins

Compaction of Asphalt Pavement [18] 141-149 (1973)

J.  Hode-Keyser

The Mechanics of Compaction [18] 150-157 (1973)

F.  Field

Compaction Problems and Penalties in Montreal Urban Areas [18] 158-159 (1973)

A.  Duranceau

Techniques Used and Problems of Compaction for Contractors [18] 160-161 (1973)

D. R. Morrison

Vibratory Rollers on Asphalt Concrete [18] 162-164 (1973)

J. S. Jones

Full-Depth Asphalt Pavements for Large Aircraft and Other Heavy Vehicles [18] 165-190 (1973)

J. F. Shook, M. W. Witczak

Exploitation a Posteriori des Données du Controle [18] 191-208 (1973)

J.  Hode-Keyser

Fatigue Design Procedures for Cold Climates [18] 209-228 (1973)

Art T. Bergan, Bert C. Pulles

The Manufacture of Asphalt Concrete Mixtures in the Dryer Drum [18] 229-266 (1973)

R. W. Beaty, B. M. Bunnell
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A Comparative Study of the Chemical Composition of Bitumens Manufactured in Quebec [18] 267-308 
(1973)

G. L. Huot, L. P. Blanchard

Control Procedures for End Product Acceptance of Asphalt Pavements [18] 309-328 (1973)

C. E. Rodier, F. E. Pronk, Cece B. Dawley

Quebec's Views on the Quality Control of Bituminous Concrete [18] 329-348 (1973)

L.  Dufour, R.  Doucet, V.  Caron

Asphalt Paving Mixtures Produced by the Drum Mixer Process [18] 349-365 (1973)

Ronald L. Terrel
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1972
A Microscopic Examination of the Effect of Oxidation on the Microstructure of Paving Asphalts [17] 5-28 
(1972)

D. P. Sontowski

Age-Hardening of Saskatchewan Asphalt Cements [17] 29-54 (1972)

R. W. Culley

Pavement Performance of an Old Road Stabilized with Emulsion in Quebec [17] 55-72 (1972)

G. R. Tessier, P.  Zaikoff, G.  Legare

An Experiment with Glasphalt in Burnaby [17] 73-78 (1972)

J. J. Kaller

Pollution Control for the Asphalt Industry [17] 79-102 (1972)

J. T. Lundy

The Impact of Baghouses on the Pavement Industry [17] 103-108 (1972)

W.  Schenk

Low Temperature Properties of Western Canada Asphaltic Cements [17] 109-137 (1972)

J.  Hvozdanski, R. O. Darby, W. D. Wellwood

Wide Width Paving [17] 139-140 (1972)

J. M. Wright

Evaluation de Quelque Additifs pour le Bitume [17] 141-160 (1972)

Richard  Langlois

Early Performance of Some Anti-Stripping Agents in Ontario Pavements [17] 161-168 (1972)

F.  Field, W. A. Phang

Designing for Rutting in Asphalt Pavements [17] 169-184 (1972)

Jack  Morris, Ralph C. G. Haas

Use of the Benkelman Beam in Evaluating the Design, Construction and Performance of Asphaltic 
Pavements in the Borough of Etobicoke [17] 185-240 (1972)

D. C. Brownlow

Some Fatigue Considerations in the Design of Asphalt Pavements [17] 241-284 (1972)

Art T. Bergan, C. L. Monismith

A Report of Soil Asphalt Projects [17] 285-322 (1972)

W. F. Wells
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1971
Some Factors Influencing Low-Temperature Cracking of Flexible Pavements and Their Measurement [16] 5-
26 (1971)

J. J. Hajek, Ralph C. G. Haas

The Use of Sand-Asphalt-Sulphur Mixes for Road Base and Surface Applications [16] 27-52 (1971)

R.  Hammond, Imants  Deme, D. D. McManus

Designing Standard Asphalt Paving Mixtures for Greater Durability [16] 53-94 (1971)

N. W. McLeod

Selection of Asphalts for Asphalt Concrete Pavements Pros and Cons [16] 95-126 (1971)

J. A. Epps, B. M. Gallaway

Comportement d'un Revetement Bitumineux Contenant des Fibres d'Amiante en Regard du 
Comportement d'un Revetement Conventionnel [16] 127-156 (1971)

L.  Dufour

Development of More Durable Road Surfacings [16] 157-180 (1971)

E. H. Chipperfield, T. R. J. Fabb

Cost Analysis of Pavement Wear - Etude du Cout de Revetement Du a l'Usure des Chausées [16] 181-202 
(1971)

J.  Hode-Keyser

Photogrammetric Measurement of Concrete and Asphaltic Pavement Wear in Metropolitan Winnipeg [16] 
203-230 (1971)

N. W. Diakiw

Contractors' Workshop -Gradation Limits for Hot Mix Asphalt Pavement [16] 231-250 (1971)

G. L. Church

Permeability of Bituminous Mixtures [16] 251-288 (1971)

J.  Hode-Keyser, P.  Gilbert

Effect of Penetration Index of Asphalt Cement on Low Temperature Flexural Stiffness of Asphalt Concrete 
Beams [16] 289-314 (1971)

E. O. Busby, L. F. Rader

Development of a Continuous Skid Resistance Meter [16] 315-328 (1971)

F. R. Wilson, A. M. Stevens, J. D. Innes

Use of Full-Depth Asphalt in Urban Centres in the Prairies [16] 329-348 (1971)

D. R. Ferrier, R. H. Ball, G. E. Dubord

Utilisation du Bitume-Caoutchouc dans le Revetement du Pont Papineau-Leblanc [16] 349-358 (1971)

L. M. Lefebvre, A.  Dion
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Widening a Heavy Duty Four Lane Highway to Six Lanes with Full Depth Asphalt [16] 359-370 (1971)

J. T. Corkill

Effect of Temperature, Rate of Loading and Binder Characteristics on Marshall Test Results [16] 371-390 
(1971)

J. A. Lefebvre, W. D. Robertson

Stabilisation a l'Emulsion des Anciennes Fondations pour la Reflection d'une Route au Quebec (Reprint 
from 1970 Proceedings CTAA) [16] 391-416 (1971)

P.  Zaikoff, J.  Normand
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1970
Paving on Permafrost [15] 5-18 (1970)

R. G. Mack, L.  Borowski

Chip-Sealing in the Province of New Brunswick [15] 19-38 (1970)

M. S. McInnis

Influence d'Antioxydants sur un Ciment Asphaltique 85-100 [15] 39-100 (1970)

Richard  Langlois, P.  LaRochelle

Viscosity Characteristics of Two Canadian Asphalts [15] 101-122 (1970)

J. A. Lefebvre, W. D. Robertson

The Sliding-Plate Rheometer [15] 123-157 (1970)

J.  Fenijn, R. C. Krooshof

Emulsified Asphalt Hot Mixes [15] 158-178 (1970)

John  Ferguson

Some Observations on Cracking, Rutting and Abrasion [15] 179-202 (1970)

E. T. Hignell

Construction and Design of Asphalt Tennis Courts [15] 203-206 (1970)

H. K. Fraser

Use of the Stiffness Concept to Characterize Bituminous Materials [15] 207-228 (1970)

Kenneth O. Anderson, Ralph C. G. Haas

Use of Statistically Designed Experiments in Asphalt Research [15] 229-242 (1970)

R. K. Moore, T. W. Kennedy, Ralph C. G. Haas

Contractors' Workshop [15] 243-252 (1970)

S. J. Cunliffe

Scandinavian Road Oiling in Canada [15] 253-258 (1970)

D. J. Clifton, R. J. De Vries

Stabilisation a l'Emulsion des Anciennes Fondations pour la Reflection d'une Route au Quebec [15] 259-284 
(1970)

P.  Zaikoff, J.  Normand

Manitoba Experience with Soft Binders [15] 285-312 (1970)

F. D. Young

Revitalizing Residential Roadways [15] 313-324 (1970)

B. W. Burrow

Full Depth Asphalt Pavement Designed as a Slab? [15] 326-336 (1970)

R. Ian  Kingham
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New Developments in Spreading and Compacting [15] 337-346 (1970)

D. W. Smith
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1969
Asbestos Modified Asphalt Concrete Pavement Trans-Canada Highway - Glacier National Park [14] 5-20 
(1969)

R. D. Cook, J. N. Peatfield

Construction Practices and Their Effect on Pavement Quality [14] 21-31 (1969)

W. J. Kari

Durability Consideration in Municipal Paving [14] 32-49 (1969)

F. E. Pronk

Ste. Anne Test Road - Construction Summary and Performance after Two Years' Service [14] 50-109 (1969)

F. D. Young, Imants  Deme, R. A. Burgess, O.  Kopvillem

Discussion Re: Ste. Anne Test Road [14] 110-131 (1969)

N. W. McLeod

Asbestos Fibre Asphalt Mixtures - Their Performance and an Evaluation [14] 132-148 (1969)

L. E. Willis, C. E. Rodier

The Private Paving Problem - A Case for a Systems Approach [14] 149-161 (1969)

Ralph C. G. Haas, J. F. Morrall

Experience with Composite Asphaltic Concrete Pavements on a Rigid Base [14] 162-170 (1969)

J. D. Near

Asphalt Hardening: Fact and Fallacy [14] 171-184 (1969)

J. York  Welborn

Contractors' Workshop - Panel Discussion [14] 185-192 (1969)

F.  Field

Effect of Mineral Aggregate Characteristics on the Compactability of Asphalt Paving Mixtures [14] 193-240 
(1969)

J. A. Lefebvre, W. D. Robertson

Automated Profile Road Building [14] 241-243 (1969)

R. E. Lowell

A Contractor's View of the Canadian Private Paving Problem [14] 244-247 (1969)

R. J. Rutherford

Asphalt in Hydraulics - Paving the Lake Edge La Ronde at Expo 1967 [14] 248-256 (1969)

G. L. Church

Widening a Two-Lane Road to Four Lanes Using Deep Strength Asphalt [14] 257-261 (1969)

D. J. Cox
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The Effect of Temperature on the Mechanical Behaviour of some Canadian Asphalts as Shown by a Test 
Data Chart [14] 262-286 (1969)

O.  Kopvillem, W.  Heukelom

1968
Transverse Pavement Cracking Related to Hardness of the Asphalt Cement [13] 5-96 (1968)

N. W. McLeod

Filler in Asphalt Mixtures [13] 97-126 (1968)

V. P. Puzinauskas

Use of Wet Abrasion Test Machine to Evaluate the Resistance of Bituminous Concrete to Abrasion [13] 127-
146 (1968)

G. L. Huot, Richard  Langlois

Fatigue Considerations in the Design and Performance of Asphalt Pavements [13] 147-200 (1968)

C. L. Monismith, D. A. Kasianchuk

Low Temperature Performance and Behaviour of Flexible Pavements [13] 201-236 (1968)

Ralph C. G. Haas

A Thermal Stress Resistance Parameter as a Measure of the Crack Susceptibility of Flexible Pavements [13] 
237-246 (1968)

J. J. Breen

Emulsified Asphalts - Development in Canada [13] 247-266 (1968)

A. E. Holberg

Stripping Characteristics of Paving Grade Asphalts Used in New Brunswick [13] 267-276 (1968)

W. J. Dohaney

Construction of a Full Depth Asphalt Pavement in Alberta [13] 277-304 (1968)

B.  Kathol

A Field Study of Transverse Crack Development in Asphalt Pavement- Instrumentation [13] 305-350 (1968)

Imants  Deme, Doug  Fisher
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1967
Construction of Stabilized Base Courses Using Cutback Liquid Asphalt [12] 5-18 (1967)

H. R. Hawthorne, R. L. Saari

Two Points of View on Deep Strength Asphalt Viewed by the Municipality and the Contractor [12] 19-30 
(1967)

R. J. Rutherford, J. H. Bleaney

Asphalt Surface Reclamation with an Emulsion Stabilized Base [12] 31-50 (1967)

D. T. Day

A Study of Limestone Dust, Calcined Shale and Asbestos as Mineral Fillers in Asphalt Paving Mixtures [12] 
51-60 (1967)

L.  Dartnell

Stripping in Asphaltic Concrete Mixes: Observations and Test Procedures [12] 61-88 (1967)

F.  Field, W. A. Phang

Asphalt Research in Canada and the Role of the University [12] 89-104 (1967)

Ralph C. G. Haas

Skid Resistance Research in Federal Republic of Germany [12] 105-114 (1967)

J. M. Rice

Bridge Deck Paving and Waterproofing [12] 115-136 (1967)

D. F. Lynch, J.  Parrack

Glass Transition, Temperature and Mechanical Properties of Asphalt [12] 137-144 (1967)

J. J. Breen, J. E. Stephens

Cationic Slurry Seal [12] 145-154 (1967)

W. R. Sindewald

Les Pneus a Crampons et Leurs Effets sur un Pavage Souple [12] 155-169 (1967)

J.  Normand, G. R. Tessier
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1966
A National Program of Research and Development for Highway Transportation as Related to Asphalts [11] 
5-18 (1966)

W. J. Halstead

Paving Asphalts for Future Highways [11] 19-58 (1966)

W. J. Kari

Fatigue and Tensile Characteristics of Bituminous Pavements at Low Temperatures [11] 59-86 (1966)

J. J. Breen, J. E. Stephens

Mix Design for Bituminous Pavements - Method and Interpretation [11] 87-114 (1966)

F.  Field

Nuclear Measurements of Bituminous Pavement Density [11] 115-134 (1966)

G.  Henault

Suggested Marshall Method Design for Cutback Asphalt-Aggregate Paving Mixtures [11] 135-180 (1966)

J. A. Lefebvre

Deep Strength Asphalt Construction by the Department of Highways, Ontario [11] 181-198 (1966)

D. F. Lynch

Thin Overlays in the Greater Vancouver Area [11] 199-204 (1966)

J.  Cewe

Compaction and Compaction Techniques [11] 205-228 (1966)

A. O. Williamson

Hot Bin Sampling [11] 229-236 (1966)

H. I. Hansen

Investigation of the Effect of Holding Hot Bituminous Mixtures in Storage Hoppers for Short and Extended 
Periods of Time [11] 237-248 (1966)

L.  Tuttle

The Grocery Store Plant [11] 249-259 (1966)

T. E. Kee
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1965
Grading of Asphalt Cements by Viscosity [10] 5-14 (1965)

H. R. Hawthorne

Force de Cohesion et d'Adhesion des Ciments Asphaltiques [10] 15-22 (1965)

G.  Frechette, E.  Blouin

Effect of Compaction on the Density and Stability of Asphalt Paving Mixtures [10] 23-110 (1965)

J. A. Lefebvre

Ten Years of Progress in the Dynamic Testing of Pavements [10] 111-148 (1965)

R. A. Burgess, J. O. Izatt, C. T. Metcalf

A Preliminary Report on the Fatigue of a Bituminous Mix at Low Temperature [10] 149-156 (1965)

J. J. Breen, J. E. Stephens

The Incidence of Stripping and Cracking of Bituminous Pavements in Ontario [10] 157-180 (1965)

H. J. Fromm, W. A. Phang, M.  Noga

Influence des Materiaux de Revetement Dur le Comportement et la Securité de la Circulation [10] 181-194 
(1965)

M. J. Granger

Emulsion Stabilization of Base Courses in New Brunswick [10] 195-200 (1965)

T. F. Gorman

The Impact of Agency Specifications on the Design of an Asphalt Plant [10] 201-216 (1965)

W. G. MacKendrick

What Contractors Should Know about Segregation in Asphalt Paving Mixes [10] 217-226 (1965)

J. B. Collins

The Production of Aggregate in Gravel Pits [10] 227-234 (1965)

H. I. Hansen

Construction Specifications for Flexible Colored Paving [10] 235-246 (1965)

J. A. Cooper

Evaluation of Thin Hot-Mix Surfacings Used on Ontario's Highways [10] 247-268 (1965)

J. T. Corkill, W. R. Bennett

Les Methods de Calcul des Quantities d'Agregats et de Liants Utilises dans les Traitments de Surface 
Simples Appliques sur un Pavage Déjà Existant [10] 269-284 (1965)

E.  Heroux

Alberta Highways Seal Coating Practice [10] 285-289 (1965)

L. J. Ehly
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1964
Variations in Bituminous Hot-Mix Plant Operation [9] 3-10 (1964)

H. J. Fromm

Design, Construction and Performance of Asphalt Airport Pavements [9] 11-42 (1964)

G. Y. Sebastyan

A Soil Asphalt Stabilization Report [9] 43-56 (1964)

J. M. Dacyszyn, B.  Kathol

An Accelerated Weathering Study of Several Asphalt Cements Currently Being Used in Canada [9] 57-72 
(1964)

V. O. Juba

Pugmill Capacity Factors: Environmental, Design, and Operational [9] 73-84 (1964)

R. W. Beaty

In-Place Construction Procedures for Emulsion Stabilized Bases [9] 85-92 (1964)

A. E. Fraser

The Asphalt Institute Research and Development Program and Objectives [9] 93-96 (1964)

J. E. Buchanan

Automatic Grade Controls - The State of the Art [9] 97-110 (1964)

E. H. Fauth

Emulsified Asphalt Slurry Seal Coats [9] 111-144 (1964)

W. J. Kari, L. D. Coyne

Research on Bituminous Paving Materials in the States [9] 145-156 (1964)

J. M. Rice

The Extension of Pavement Life by Means of Thin Asphalt Cement Plant Mix - Machine Placed Overlays and 
Comparison between Standard Mixes & Asbestos [9] 157-208 (1964)

L. E. Willis, W. A. Byskal, C. E. Rodier

Some Aspects of Transverse Cracking in Asphalt Pavements [9] 209-226 (1964)

B. P. Shields, Kenneth O. Anderson
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1963
Trends in Developing Improved Specifications for Asphaltic Materials in the U.S. [8] 3-8 (1963)

J. York  Welborn

A Field Investigation of Aggregate Drying [8] 9-28 (1963)

J. T. Corkill

The Extension to Practice of the Three-Layer System for the Design of Flexible Pavements [8] 29-42 (1963)

D. D. Kerr

Waterproofing Bridge Decks [8] 43-66 (1963)

J. D. George, F. C. Brownridge

Low Temperature Properties of Asphalt [8] 67-88 (1963)

R. K. Seaman

Weathering Characteristics of Coating Grade Asphalts [8] 89-102 (1963)

P. M. Jones, E. V. Gibbons

Asphalt Institute's New Approach to the Design of Flexible Pavement Structures [8] 103-106 (1963)

E. T. Hignell

Development of Information Necessary [8] 107-112 (1963)

D. D. Kerr

How to Use the Asphalt Institute's New Thickness Design Chart [8] 113-134 (1963)

N. W. McLeod

Comments on the Proposal to Classify Paving Grades of Asphalt Cement by Viscosity at 140 Degrees F. [8] 
135-141 (1963)

N. W. McLeod
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1962
Automatic Screed Control Systems for Asphalt Finishers [7] 1-4 (1962)

Dale R. Fisher

Montreal Method for Recovery of Asphalt from Bituminous Mixtures [7] 5-14 (1962)

C.  Langlois, H.  Clermont, J.  Hode-Keyser

A Brittle Point Test for Low Temperature Studies of Bitumens [7] 15-24 (1962)

P. M. Jones

Viscosity Characteristics of Asphalt Cements Produced from Canadian Crude Oils [7] 25-48 (1962)

H. R. Hawthorne

Asphaltic Base in Western Canada [7] 49-68 (1962)

D. R. Gilley

Brief Outline of the Work and Findings of the C.G.R.A. Special Committee on Pavement Evaluation [7] 69-98 
(1962)

W. E. Winnitoy

Dust Collection Systems for Asphalt Plants [7] 99-112 (1962)

J. B. Collins

Application of the Foamed Asphalt Process to Bituminous Mixes [7] 113-124 (1962)

W. E. Curtis

Asphalt Bases - Key to better Pavement Performance [7] 125-140 (1962)

W. L. Hindermann

Some Applications of the Elastic Theory Approach to the Structural Design of Flexible Pavements [7] 141-
162 (1962)

N. W. McLeod
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1961
Laboratory Evaluation of the Causes of Asphalt Pavement Defects [6] 1-12 (1961)

F.  Field

Classification of Aggregates for Preferential Use of Cationic or Anionic Emulsions [6] 13-28 (1961)

A. E. Holberg

Composition Studies on Asphalt [6] 29-38 (1961)

R. A. Burgess, D. D. Kerr

Use of Asphalt in Highway Slope Protection and Surface Drainage Structures [6] 39-44 (1961)

D. W. Smith

New Concepts in Base Course Construction with Asphalts [6] 45-70 (1961)

A. H. Neunaber, W. J. Kari

Metering and Control of Asphalt [6] 71-99 (1961)

A. S. Greene, N. A. Huculak, D. B. Palmer, G. F. Grant

Asphalt Cements from Canadian Light Crudes and Their Use in Pavement Construction [6] 100-130 (1961)

N. W. McLeod

The Asphalt Institute - What It Is and What It Does (Panel Discussion) [6] 131-149 (1961)

I. W. Sanden, H. R. Hawthorne, N. W. McLeod, J. E. D. Kerr, E. T. Hignell
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1960
Specification and Control of Urban Asphalt Pavements [5] 1-18 (1960)

J.  Hode-Keyser, E.  Chauret

The Drying and Heating of Aggregates, Basic Theory and Practical Application [5] 19-40 (1960)

W. K. Parr

Effects of Temperature on Asphalt Cements and Cut Back Asphalts [5] 41-52 (1960)

G. L. Huot, Y.  Verret

Wire Mesh in Bituminous Resurfacing of Concrete Pavements in Ontario [5] 53-82 (1960)

F. C. Brownridge, J. R. Hartley

Thin Asphalt Pavement on the Kelowna Bridge [5] 83-96 (1960)

J. W. G. Kerr

Multi-Operational Set-Up in Quebec City [5] 97-100 (1960)

J.  Blouin

New Brunswick's Bituminous Pavement Design and Use of Sand Seal [5] 11-112 (1960)

D. S. Mills

An Outline of Paving Practices in Nova Scotia [5] 113-118 (1960)

P. E. Eldridge

Petroleum Crude Sources and the Production of Asphaltic Materials [5] 119-142 (1960)

A. W. Dumoulin, D. D. Kerr

Laboratory Evaluation of Asphalt Paving Mixes Containing Short Asbestos Fibre [5] 143-181 (1960)

H. T. Blekicki, J. H. Kietzman
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1959
Moisture Difficulties and Aggregate Drying Problems in Hot Mix Construction [4] 3-16 (1959)

J. T. Corkill

The Engineering Aspects of the Operation of an Asphalt Plant [4] 17-30 (1959)

D. T. Willis

Simplified Method of Bituminous Mix Design [4] 31-36 (1959)

H. R. Hawthorne

Seal Coat Surfacing by Alberta Department of Highways [4] 37-42 (1959)

L. J. Ehly

Rubberized Asphalt for Bituminous Surface Treatments [4] 43-48 (1959)

Roland  Vokac

Asphalt Surface Treatments and Seal Coats [4] 49-66 (1959)

N. W. McLeod

Cationic Asphalt Emulsions [4] 67-80 (1959)

H. C. Bower

Sensitivity of Currently Used Methods for Determining the Effective Specific Gravity of Bituminous Coated 
Aggregates [4] 81-114 (1959)

J.  Hode-Keyser

Factors of Production and Refining Affecting Asphalt Quality [4] 115-122 (1959)

C. W. Berger

Design and Performance of Asphalt Pavements [4] 123-130 (1959)

J. E. D. Kerr, J. O. Izatt

Compaction by Vibration - Its Action - Use - and Results [4] 131-134 (1959)

F. R. Jennings

Bituminous Stabilization of Sands in Manitoba [4] 135-144 (1959)

R. N. Sharpe

Maintenance and Repair of Bituminous Pavements and Transverse Cracking [4] 145-168 (1959)

W. L. Hindermann

Quebec's Method of Bituminous Pavement Design [4] 169-172 (1959)

Lucein  Gauvin

Effect of Sand Grading Variations on Bituminous Mixes [4] 173-196 (1959)

F.  Field
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1958
Correlation of Laboratory Compaction with Field Compaction for Asphalt Concrete Pavements [3] 9-50 
(1958)

F.  Field

Emulsified Asphalt Slurry Seal Highways and Airports [3] 51-58 (1958)

A. E. Holberg

Evaluation of Self-Propelled Rubber Tired Rollers [3] 59-66 (1958)

F. W. Kimble

The Road to Better Asphalt [3] 67-86 (1958)

A. W. Dumoulin, J. O. Izatt

Significance of Tests in Selecting Crude Oils for Asphalt Production [3] 87-96 (1958)

E. T. Hignell

Significance of Tests on Paving Asphalts [3] 97-108 (1958)

L. W. Corbett

Quality of Asphalt Cements as Reflected by Specifications [3] 109-126 (1958)

W. B. Warden

Thickness Design for Flexible Pavements [3] 127-137 (1958)

N. W. McLeod

Bituminous Design Practices in the Highways Division, Department of Public Works, Canada [3] 138-150 
(1958)

E. M. Gordon

Mineral Fillers in Asphalt Paving Mixtures [3] 151-159 (1958)

V. P. Puzinauskas

Surface Treatment of Secondary Roads in New Brunswick [3] 160-170 (1958)

M. B. Morgan

Low Cost Bituminous Pavement Construction [3] 171-180 (1958)

R. E. Sims

Bituminous Pavement of Major Urban Streets [3] 181-185 (1958)

G. O. Grant

Asphaltic Mixes and Their Application to Municipal Construction for Roadways and Curbs [3] 186-194 
(1958)

J. B. Waterhouse
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Laboratory Evaluation of Bituminous Additives for Use in Mulch or Cold Mix Plant Applications [3] 195-228 
(1958)

Sam S. Nargolwalla

1957
Firing the Aggregate Dryer [2] 5-7 (1957)

William H. Oler

Time, Temperature and Tonnage [2] 8-18 (1957)

L. R. O'Reilly, R. H. Yeo

Shell Microviscometer Test Methods for Asphalts [2] 19-33 (1957)

J. O. Izatt, J. J. Heithaus

The Use of Emulsified Asphalt in Surface Course Mixes and Base Stabilization [2] 34-48 (1957)

D. R. Gilley

Modern Problems in Asphalt Technology [2] 49-60 (1957)

Charles M. Baskin

Utilization of Prairie Aggregates in Flexible Pavements [2] 61-77 (1957)

D. G. Mollard

City Paving Practices in Saskatchewan [2] 78-81 (1957)

M. F. Pardoe

From the Contractors Point of View [2] 82-86 (1957)

G. F. Grant

The Impact Method of Mixing Bituminous Mixtures [2] 87-116 (1957)

James E. Ward

Theory and Design of Seal Coats [2] 117-124 (1957)

W. E. Winnitoy

A Seal Coat Specification [2] 125-139 (1957)

J. W. G. Kerr

Application of Surface Treatments [2] 140-146 (1957)

W. B. Webster

Asphalt Research with Reference to the Value of Surfactants [2] 147-149 (1957)

R. M. Hardy

Aggregate Drying [2] 150-159 (1957)

R. J. Bartell
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1956
The Bituminous Industry in Canada [1] 3-13 (1956)

W. J. Hardstaff

The Nature of Emulsified Asphalt for Road Purposes [1] 14-20 (1956)

D. R. Gilley

Dynamic Deflection Testing of Roads [1] 21-26 (1956)

J. O. Izatt, C. C. Evans, J. A. Lettier

Rubber in Roads [1] 27-32 (1956)

William M. MacLean

The Manufacture of Paving Asphalts [1] 33-40 (1956)

H. R. Hawthorne

Selection and Use of Asphalt Materials for Prime Coats, Penetration Coats, Dust Layers and Seal Coats [1] 
41-47 (1956)

Roland  Vokac

Principles and Developments of Built-Up Roofs [1] 48-55 (1956)

M. F. Smith

Effect of Synthetic Rubber on the Properties of Vacuum Reduced Asphalt [1] 56-63 (1956)

J.  Walker

Coal Tar Protective Coating for Pipelines [1] 64-68 (1956)

G. A. Goddard

The Significance of Paving Asphalt Specifications and Their Effect on Pavement Quality [1] 69-71 (1956)

Roland  Vokac

Powdered Asphalt & Flux Oil as a Composite Binder in Bituminous Road Construction [1] 72-80 (1956)

Charles M. Baskin
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Abd El Halim, Abd El Halim Omar 

Field and Laboratory Studies for the Determination of Highway Permeability [63] 171-188 (2018)

Chinecherem  Igboke, Tarek  El Harake, Abd El Halim Omar  Abd El Halim, Yasser  Hassan, R.  Goubran

Link

Improved Surface Texture Using Single-Roller Compaction [63] 147-170 (2018)

Luciana Girarrdi  Omar, Anandkumar  Chelliah, Abd El Halim Omar  Abd El Halim, Yasser  Hassan

Link

In-Situ Permeability of Newly Constructed Asphalt Pavement Surfaces as an Indicator of Long Term Pavement 
Performance [60] 125-154 (2015)

Moustafa  Awadalla, Abd El Halim Omar  Abd El Halim, Yasser  Hassan, Imran  Bashir, Frank  Pinder

Link

Improving the Permeability and Surface Texture of HMA Using AMIR II [58] 153-176 (2013)

Frank  Pinder, A. Chelliah  Rajendran, Omar  Abdelalim, Abd El Halim Omar  Abd El Halim

Link

Use of Lightweight Deflectometer for Monitoring Field Curing of Cold In-Place Recycled Mixes [56] 309-326 
(2011)

Abd El Halim Omar  Abd El Halim,  Ali  Kassim,  Yasser  Hassan,  Adnan  Hammoud,  Stephen N. Goodman,  
Warren  Lee

Link

Thermal Characteristics of Warm and Hot Mix Asphalt during Construction [54] 441-452 (2009)

M. M. Elshafey, C.  Herry, Abd El Halim Omar  Abd El Halim, R.  Goubran, Stephen N. Goodman

Curing of Cold in Place Recycled Asphalt Mixtures: Toward a Standard Test Method [51] 261-282 (2006)

Abdelzaher  Mostafa, Burkan  Isgor, Abd El Halim Omar  Abd El Halim, Stephen N. Goodman, Becca  Lane

Estimating Asphalt Pavement Texture Depth Using Superpave Gyratory Specimens and Mix Properties [50] 105-
126 (2005)

Stephen N. Goodman, Yasser  Hassan, Abd El Halim Omar  Abd El Halim

Evaluating the Effect of Surface Cracks on Moisture Induced Damage Using Different Standard Test Methods 
for Airfield Asphalt Pavement Mixes [49] 213-236 (2004)

Abdelzaher  Mostafa, Abd El Halim Omar  Abd El Halim

Factors Affecting Long-Term Performance of Pavement Overlay in Canada [48] 271-286 (2003)

Khaled  Kandil, Abd El Halim Omar  Abd El Halim, Yasser  Hassan
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John J. Emery, Ludomir  Uzarowski, Vince  Aurilio

Page 10 of 241

https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-008-Aurilio.pdf
https://www.ctaa.ca/download/abstracts-2021/Abstract-2021-002-Aurilio.pdf
https://www.ctaa.ca/download/abstracts-2020/Abstract-2020-003-Ahmed.pdf
https://www.ctaa.ca/download/abstracts-2018/Abstract-2018-012-Aurilio.pdf
https://www.ctaa.ca/download/abstracts-2016/Abstract-2016-013-Manolis.pdf
https://www.ctaa.ca/download/abstracts-2015/Abstract-2015-003-Sanchez.pdf
https://www.ctaa.ca/download/abstracts-2012/Abstract-2012-020-Sanchez.pdf


CTAA Paper Index By Author Aurilio

Practical Experience with Stone Mastic Asphalt (SMA) Region of Durham, Regional Road 57 [45] 167-191 (2000)

Keith  MacInnis,  Vince  Aurilio,  Joel  Kimmett,  Sandy  Brown,  Paul  Lum,  Gary  Farrington

The Application of ISO Elements for the Certification of Testing Laboratories [45] 38-56 (2000)

Vince  Aurilio, Richard  Hadden

CCIL Hot Mix Asphalt Technician Certification [45] 457-474 (2000)

Gilbert G. McIntee, Michael L. J. Maher, John H. Dickson, Vince  Aurilio
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Rubber Mix [38] 51-76 (1993)

Vince  Aurilio

Austerman, Alexander J.

Investigation of the Influence of Warm Mix Asphalt Additive Dose on the Workability, Cracking Susceptibility, 
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Treatment [60] 17-38 (2015)

Vipin  Sharma, Christian  Babuin, Brad  Hogg, Alan  Schmidt

Link

Falling Weight Deflectometer and Life Cycle Cost Analysis of a Major Urban Arterial Roadway Rehabilitated 
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